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Partner for your workshop!

 �The biggest producer 
of clip-on weights in POLAND
 Accurate adjustment to all rim types
 Full range of balancing weights
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CLIP-ON WEIGHTS FOR STEEL RIMS

Zinc  clip-on weights,
for pasaneger cars   

Lead clip-on weights,
for passenger cars

Lead clip-on
weights for trucks

CLIP-ON WEIGHTS FOR ALLOY RIMS

Zinc clip-on weights,
for passeneger cars

Lead clip-on weights,
for passenger cars

TIP-TOPOL CLIP ON BALANCING WHEEL WEIGHTS - advantages

PRECISION precise casting and processing, ensuring the exact weight of each wheel weight,

STABILITY stably mounted spring ensuring stable seating of the weight on the rim,

TESTS rigorous gap and weight tests, ensuring quality at the highest level,

SHAPE special wheel weights shape ensures exact adjustment to all types of rims,

ASSORTMENT
a wide range of clip-on balancing weights for balancing of all types of passenger 
cars, vans and trucks, both on steel and aluminum rims.

CLIP-ON BALANCING WEIGHT
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Lead balance weights for passangers cars

Ref.no Description Weight Quantity in a box

TPALU-005 Balance weight ALU 5 g 100

TPALU-010 Balance weight ALU 10 g 100

TPALU-015 Balance weight ALU 15 g 100

TPALU-020 Balance weight ALU 20 g 100

TPALU-025 Balance weight ALU 25 g 100

TPALU-030 Balance weight ALU 30 g 100

TPALU-035 Balance weight ALU 35 g 100

TPALU-040 Balance weight ALU 40 g 100

TPALU-045 Balance weight ALU 45 g 100

TPALU-050 Balance weight ALU 50 g 50

TPALU-055 Balance weight ALU 55 g 50

TPALU-060 Balance weight ALU 60 g 50

Ref.no Description Weight Quantity in a box

TPSTD-005 Balance weight STD 5 g 100

TPSTD-010 Balance weight STD 10 g 100

TPSTD-015 Balance weight STD 15 g 100

TPSTD-020 Balance weight STD 20 g 100

TPSTD-025 Balance weight STD 25 g 100

TPSTD-030 Balance weight STD 30 g 100

TPSTD-035 Balance weight STD 35 g 100

TPSTD-040 Balance weight STD 40 g 100

TPSTD-045 Balance weight STD 45 g 100

TPSTD-050 Balance weight STD 50 g 50

TPSTD-055 Balance weight STD 55 g 50

TPSTD-060 Balance weight STD 60 g 50

Uncoated universal clip-on balance weights for alloy wheels of passenger cars.

CLIP-ON BALANCING WEIGHTS

Uncoated universal clip-on balance weights for steel wheels of passenger cars.

TPSTD TPALU
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CLIP-ON BALANCING WEIGHTS

Uncoated universal zinc clip-on balance weights for steel rims of passenger cars.

Ref.no Description Weight Quantity in a box

TPZNSTD-005 Zinc balance weight  STD 5 g 100

TPZNSTD-010 Zinc balance weight  STD 10 g 100

TPZNSTD-015 Zinc balance weight  STD 15 g 100

TPZNSTD-020 Zinc balance weight  STD 20 g 100

TPZNSTD-025 Zinc balance weight  STD 25 g 100

TPZNSTD-030 Zinc balance weight  STD 30 g 100

TPZNSTD-035 Zinc balance weight  STD 35 g 50

TPZNSTD-040 Zinc balance weight  STD 40 g 50

TPZNSTD-045 Zinc balance weight  STD 45 g 50

TPZNSTD-050 Zinc balance weight  STD 50 g 50

TPZNSTD-055 Zinc balance weight  STD 55 g 50

TPZNSTD-060 Zinc balance weight  STD 60 g 50

Ref.no Description Weight Quantity in a box

TPZNSTD-S-005 Zinc balance weight  STD-S 5 g 100

TPZNSTD-S-010 Zinc balance weight  STD-S 10 g 100

TPZNSTD-S-015 Zinc balance weight  STD-S 15 g 100

TPZNSTD-S-020 Zinc balance weight  STD-S 20 g 100

TPZNSTD-S-025 Zinc balance weight  STD-S 25 g 100

TPZNSTD-S-030 Zinc balance weight  STD-S 30 g 100

TPZNSTD-S-035 Zinc balance weight  STD-S 35 g 50

TPZNSTD-S-040 Zinc balance weight  STD-S 40 g 50

TPZNSTD-S-045 Zinc balance weight  STD-S 45 g 50

TPZNSTD-S-050 Zinc balance weight  STD-S 50 g 50

Universal zinc clip-on balance weights, coated, for steel rims of passenger cars.

TPZNSTD TPZNSTD-S

Zinc balance weights for passenger cars, for steel rims
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Ref.no Description Weight Quantity in a box
TPTBL-050 Balance weight TBL 50 g 20
TPTBL-075 Balance weight TBL 75 g 20
TPTBL-100 Balance weight TBL 100 g 20
TPTBL-150 Balance weight TBL 150 g 20
TPTBL-200 Balance weight TBL 200 g 20
TPTBL-250 Balance weight TBL 250 g 20
TPTBL-300 Balance weight TBL 300 g 20
TPTBL-350 Balance weight TBL 350 g 10
TPTBL-400 Balance weight TBL 400 g 10
TPTBL-450 Balance weight TBL 450 g 10
TPTBL-500 Balance weight TBL 500 g 10

CLIP-ON BALANCING WEIGHTS

Universal zinc clip-on balance weights, coated, for aluminum rims of passenger cars.

Ref.no Description Weight Quantity in a box

TPZNALU-S-005 Zinc balance weight  ALU-S 5 g 100

TPZNALU-S-010 Zinc balance weight  ALU-S 10 g 100

TPZNALU-S-015 Zinc balance weight  ALU-S 15 g 100

TPZNALU-S-020 Zinc balance weight  ALU-S 20 g 100

TPZNALU-S-025 Zinc balance weight  ALU-S 25 g 100

TPZNALU-S-030 Zinc balance weight  ALU-S 30 g 100

TPZNALU-S-035 Zinc balance weight  ALU-S 35 g 50

TPZNALU-S-040 Zinc balance weight  ALU-S 40 g 50

TPZNALU-S-045 Zinc balance weight  ALU-S 45 g 50

TPZNALU-S-050 Zinc balance weight  ALU-S 50 g 50

TPZNALU TPTBL

Zinc balance weights for passenger cars, for alloy rims

Lead balance weights for trucks
Lead clip-on balance weights for truck steel wheels with tubed tyres.
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ADHESIVE BALANCING WEIGHTS

Steel and lead adhesive weights

TPALUSLIMEXPTPALU-FE-ECO2EXPTPALU-FE-ECO

EXPTPALU-FE1BEXPTPALU-FE1CEXPTPALU-FE1

TPALU-FE4TPALU-FE3TPALU-FE 12x5g

TESTS rigorous requirements and tests:
•  quality of the protective coating,
•  quality of the adhesive tape,
•  weight accuracy.
ensuring quality at the highest level.

SHAPE wheel weights shape ensures exact adjustment to all types of rims.

PRODUCT RANGE a wide range of weights for balancing aluminium rims passenger cars,
vans and trucks.

ADHESIVE BALANCING WHEEL WEIGHTS - advantages
The adhesive weights, offered by Tiptopol, are ideal if aluminium rims must be balanced discretely. The high-quality adhesive tape and weights shape 
ensures exact adjustment to all types of rims provide simply and good assembly to the rim. By offering different type and colours, we offer the high-
quality solution for each preference.

9



10

ADHESIVE BALANCING WEIGHT

Features:
• Easy -Clean peel technology.
• No foam residue when removing weights.
• High tack & dynamic shear.
• Sticks faster to rim surfaces with minimum preparation of surface.
• Sticks to cold rims critical for those tyre changes in winter months.
• Application temperature: down to approx. 10°C

Technical description:
• Material: FE
• Protection: zinc
• Weight: 12x5g=60g
• Tape: transparent wide
• Adhesive tape: no trace tape
• Size: H=3.6 mm W=19mm L=150mm
• Main category: Pasanger car

Balance weight with easy-clean adhesive tape

Ref.no Description Weight Height Quantity in a box
TPALU-FE1NT Steel adhesive weight zinc coated ALU 12 x 5 g 4 mm 100

TIP-TOPOL NEW SOLUTION



11

EXPTPALU-FE-ECO

EXPTPALU-FE1

TPALU-FE 12x5g

TPALUSLIM

TPALU-FE3

EXPTPALU-FE1C EXPTPALU-FE1B

EXPTPALU-FE-ECO2

ADHESIVE BALANCING WEIGHTS

Steel Adhesive Weights ALU ECO

Steel Adhesive Weights ALU

Steel Adhesive Weights ALU

Lead Adhesive weight

Ref.no Description Weight Height Quantity in a box
EXPTPALU-FE-ECO Steel adhesive weight zinc coated ALU 12 x 5 g 4 mm 100

EXPTPALU-FE-ECO2 Steel adhesive weight zinc coated ALU 4 x 10 g + 4 x 5g 4 mm 100

Ref.no Description Weight Height Quantity in a box
EXPTPALU-FE1 Steel adhesive weight zinc coated 12 x 5 g 4 mm 100

EXPTPALU-FE1C Steel adhesive weight powder coated 12 x 5 g 4 mm 100

EXPTPALU-FE1B Steel adhesive weight black coated 12 x 5 g 4 mm 100

Ref.no Description Weight Height Quantity in a box
TPALU-FE 12 x 5g Steel adhesive weight powder coated 12 x 5 g 4 mm 50

TPALU-FE3 Steel adhesive weight zinc coated 12 x 2,5 g 2,5 mm 100

Ref.no Description Weight Height Quantity in a box
TPALUSLIM Lead adhesive weight SLIM 4 x 10 g + 4 x5 g 4 mm 100
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ADHESIVE BALANCING WEIGHT

Steel Adhesive Weights ALU

Ref.no Description Weight Height Quantity in a box
TPALU-FE4 Steel adhesive weight zinc coated 6 kg 4 mm roll

Ref.no Description Weight Height Quantity in a box
EXPTPALU-FE4C Steel adhesive weight powder coated 6 kg 4 mm roll

Ref.no Description Weight Height Quantity in a box
EXPTPALU-FE4B Steel adhesive weight black coated 6 kg 4 mm roll

TPALU-FE4 TPALU-FE4

EXPTPALU-FE4C EXPTPALU-FE4C

EXPTPALU-FE4B EXPTPALU-FE4B
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ADHESIVE BALANCING WEIGHTS

TPALUTRUCK-200TPALUTRUCK-100

Ref.no Description Tape Height Weihgt
Quantity
in a box

TPALUTRUCK-100 Adhesive weight 4 X 25 g TRUCK 100 g PU 6 mm 4x25 g 25
TPALUTRUCK-200 Adhesive weight  4 X 50 g TRUCK 200 g PU 9 mm 4x50 g 25

Ref.no Description Tape Weight Quantity in a box

TPALUTR-050 Adhesive weight  ALU TR PU 50 g 10

TPALUTR-075 Adhesive weight  ALU TR PU 75 g 10

TPALUTR-100 Adhesive weight  ALU TR PU 100 g 10

TPALUTR-125 Adhesive weight  ALU TR PU 125 g 10

TPALUTR-150 Adhesive weight  ALU TR PU 150 g 10

TPALUTR-175 Adhesive weight  ALU TR PU 175 g 10

TPALUTR-200 Adhesive weight  ALU TR PU 200 g 10

TPALUTR-250 Adhesive weight  ALU TR PU 250 g 10

TPALUTR-300 Adhesive weight  ALU TR PU 300 g 10

Ref.no Description Tape Weight Quantity in a box
EXPTPALU-FE-TRUCK100 Steel adhesive weight TRUCK 4x25g Blue 4x25 g 50

EXPTPALU-FE-TRUCK200 Steel adhesive weight TRUCK 4x50g Blue 4x50 g 30

EXPTPALU-FE-TRUCK100 EXPTPALU-FE-TRUCK200

TPALUTR-150

Equivalent of Hofmann type 551.

Steel adhesive weights

Lead adhesive weights

Lead adhesive weights for truck alloy rims
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BALANCING WEIGHTS

Lead motorcycle spoke weights (equivalent of Hofmann type 713) with bore diameter 5,5 and 6,2 mm, for nipples Ø 6,0 and 6,4 mm.

Ref.no Description Weight Quantity in a box

HF713-010 Motorcycle spoke weight 10 g 50

HF713-015 Motorcycle spoke weight 15 g 50

HF713-020 Motorcycle spoke weight 20 g 50

HF713-010 HF713-015 HF713-020

Ref.no Description Weight Quantity in a box

HF715-5-050 Motorcycle adhesive weight 7 x 5 g + 6 x 2,5 g 100

HF716-5-050 Motorcycle adhesive weight chromed 7 x 5 g + 6 x 2,5 g 25

Lead adhesive weights for motorcycle wheels (H: 7 mm, W: 11 mm, L: 105 mm), with standard and chrome plated version.

Lead balance weights for motorcycle

HF716-5-050

HF715-5-050
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ACCESSORIES FOR WEIGHTS

Ref.no Description

840-0444 Tyre lever 500 mm

840-0451 Tyre lever 600 mm (straight)

840-0482 Tyre lever 600 mm

Ref.no Description

518-7801 Weight plier

565-0194 Insertion tool for spoke weights 385/1

565-4468 Adhesive weights remover, red

CP7035AD Rubber disc + adapter

518-7900 Black weight plier

TP100-000 Cutter machine with support

518-7801

565-4468

840-0444 840-0451840-0482

CP7035AD

TP100-000518-7900

565-0194

Accessories for weights

Tyre levers
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VALVES AND ACCESSORIES

Passenger cars & LCV tubeless tyre valves

High pressure snap-in tubeless tyre valves

562-2531

562-2641

562-2532

562-2524562-2556562-2628 562-2634

Ref.no Description Ø (mm) TR
562-2500 Snap-in valve TR 438 8,3 438

562-2531 Snap-in valve TR 70 11,3 70

562-2532 Motorcycle Valve PVR30 11,5

Ref.no Description Ø (mm) Length (mm) Max pressure (bar) ETRTO

562-2641 Snap-in valve TR 412 11,3 33 4,5 V2.03.6

562-2524 Snap-in valve TR 414 L 11,3 57 4,5 V2.03.8

562-2634 Snap-in valve TR 415 15,7 43 4,5 V2.03.3

562-2562 Snap-in valve TR 418 11,3 61,3 4,5 V2.03.4

562-2593 Snap-in valve TR 425 15,7 62 4,5 -

562-2628 Snap-in valve TR 413 EHA 11,3 43 4,5 -

562-2556 Snap-in valve TR 414 EHA 11,3 49 4,5 -

Ref.no Description Ø (mm) Max.pressure ( bar ) ETRTO L [mm] L1 [mm]
562-2650 TR 600 HP 11.5 5.5 V3.23.1 43,8 32,2
562-2651 TR 602 HP 11.5 5.5 V3.23.2 62,4 50,8

562-2500

High pressure snap-in tubeless tyre valves Only for commercial vehicles up to 3.5 tons
Maximum inflating pressure 5.50 bar at ambient temperature
Do not lubricate before assembling

Motorcycle Valves

562-2651
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Snap-in valves

Ref.no Description ∅  (mm) Length (mm) Max.pressure (bar)

EXP562-2627-F Snap-in valve TR 413 ECO 11,3 34 4,5

EXP562-2555-F Snap-in valve TR 414 ECO 11,3 43 4,5

Maximum working pressure at room temperature: 4,5 bar Maximum recommended speed when 
using Snap-in valves is 210 km/h. For higher speeds please use metal valves.

Ref.no Description ∅ (mm) Length (mm) Max.pressure (bar)

EXP562-2627ZT
Snap-in valve TR 413 set: 100 
pcs valves, 100 pcs cores, 100 
pcs caps

11,3 34 4,5

EXP562-2555ZT
Snap-in valve TR 414 set: 100 
pcs valves, 100 pcs cores, 100 
pcs caps

11,3 43 4,5

Maximum working pressure at room temperature: 4,5 bar Maximum recommended speed when 
using Snap-in valves is 210 km/h. For higher speeds please use metal valves.

Ref.no Description ∅ (mm) Length (mm) Max.pressure (bar) ETRTO

562-2627 Snap-in valve TR 413 TIPTOPOL 11,3 34 4,5 V2.03.1

562-2555 Snap-in valve TR 414 TIPTOPOL 11,3 43 4,5 V2.03.2

Maximum working pressure at room temperature: 4,5 bar Maximum recommended speed when 
using Snap-in valves is 210 km/h. For higher speeds please use metal valves.

Ref.no Description  ∅ (mm) Length (mm) Max.pressure (bar) ETRTO

EXP562-2627 Snap-in valve TR 413 TUV 11,3 34 4,5 V2.03.1

EXP562-2555 Snap-in valve TR 414 TUV 11,3 43 4,5 V2.03.2

Maximum working pressure at room temperature: 4,5 bar Maximum recommended speed when 
using Snap-in valves is 210 km/h. For higher speeds please use metal valves.

Ref.no Description  ∅ (mm) Length ( mm ) Max.pressure ( bar )

562-2801 Snap-in valve TR 412 CHROM 11,3 34 4,5

562-2809 Snap-in valve TR 413 CHROM 11,3 43 4,5

562-2816 Snap-in valve TR 414 CHROM 11,3 49 4,5

Maximum working pressure at room temperature: 4,5 bar Maximum recommended speed when 
using Snap-in valves is 210 km/h. For higher speeds please use metal valves.

VALVES AND ACCESSORIES
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VALVES AND ACCESSORIES

562-2603

Ref.no Description Ø (mm)
562-2699 Set of separable valves V007 11,3

562-2709 Set of separable valves V007 8,3

562-2610 562-2658 562-2672

562-2830

562-2713 562-2782 562-2926562-2790

562-2699 - 562-2709

Ref.no Description Ø (mm) Installation torque
562-2603 Metal value 33 mm 8,3 7 ÷ 10 Nm

562-2830 Aluminium value 8,3 / 11,3 7 ÷ 10 Nm

Ref.no Description Ø (mm) Installation torque
562-2610 Valve 40 MS (TR 416) 15,7 3 ÷ 5 Nm

562-2658 Valve 42 MS (525 MSD) 11,3 4 ÷ 6 Nm

562-2672 Valve 42 MS (525 MSK) 11,3 4 ÷ 6 Nm

562-2713 Valve 38,5 MS 8,3 5 ÷ 7 Nm

562-2782 Valve 42 MS (525 AL) 11,3 4 ÷ 6 Nm

562-2790 Valve 43 MS black 11,3 4 ÷ 6 Nm

562-2926 Aluminum valve 8,3 4 ÷ 6 Nm

The special design of the valve protects it from pressure loss, sabotage, pollution and detachment.

For valves, which torque is known; to tight them use special keys and torque screwdrivers.

For valves, which torque is known; to tight them use special keys and torque screwdrivers.

Twisted valves for tubeless motorcycle wheels

Twisted valves for tubeless car and van wheels

Separable metal valves for car and van wheels
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Ref.no Description ETRTO ∅ (mm) Installation torque TR
562-3212 Valve GP 5 V2.01.1 11,3 – TR 13

562-3219 Valve GP 5 V2.01.2 15,7 – TR 15

562-1202 Valve SP 5 23,0 7 - 10 Nm TR 17A

Ref.no Description ETRTO ∅ (mm) Installation torque TR
562-3224 Valve GP 6 V4.01.1 63,5 – TR 218a

562-3008 Valve GP 6 31,5 7 - 10 Nm –

562-3011 Valve GP 7 31,5 7 - 10 Nm –

562-3207

562-1202

562-3224 562-3008 562-3011

562-3066562-3042

562-1006

562-3212 / 562-3219

Ref.no Description ETRTO ∅ (mm) Installation torque

562-3207 Valve GP 4 V1.09.1 45 –

562-1006 Valve GP 4 V1.05.1 18 7 - 10 Nm

Ref.no Description ETRTO TR
562-3042 Core housing, old version CH1 CH1

562-3066 Core housing CH3 <14 bar V4.02.1 CH3

VALVES AND ACCESSORIES

Valves for motorcycle inner tubes

Valves for inner tubes of cars and vans

Valves for air-water tractor inner tubes

Valves inserts
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VALVES AND ACCESSORIES

562-6805 562-6898 562-6812 – 562-6867 562-6836 / 562-6843

562-6599

562-6568 562-6680 562-6690

Designed for a rim with a valve socket ∅ 9, 7 m. For valves, which torques are known, to tighten them use appropriate keys and torque
screwdrivers.

Ref.no Description Ø (mm) Installation torque ETRTO
562-6805 Valve 41 MS 9,7 12 ÷ 15 Nm V3.20.1

562-6898 Valve 58 MS - 45° 9,7 12 ÷ 15 Nm V3.22.1

562-6812 Valve 70 MS - 27° 9,7 12 ÷ 15 Nm V3.20.5

562-6820 Valve 80 MS - 27° 9,7 12 ÷ 15 Nm V3.20.7

562-6829 Valve 90 MS - 27° 9,7 12 ÷ 15 Nm V3.20.4

562-6836 Valve 102 MS - 12° 9,7 12 ÷ 15 Nm V3.20.9

562-6850 Valve 100 MS - 27° 9,7 12 ÷ 15 Nm V3.20.12

562-6843 Valve 119 MS - 12° 9,7 12 ÷ 15 Nm V3.20.8

562-6867 Valve 119 MS - 27° 9,7 12 ÷ 15 Nm V3.20.6

Ref.no Description Ø (mm) TR Installation torque
562-6568 Valve 59 MS - 45°  - TR 543 C 9,7 543 9 ÷ 14 Nm

562-6680 Valve 70 MS - 7° - ALCOA 9,7 – 9 ÷ 14 Nm

562-6690 Valve 70 MS - 27°- ALCOA 9,7 – 9 ÷ 14 Nm

Ref.no Description Ø (mm) Installation torque ETRTO
562-6599 Valve 36 MS nickel-plated 11,5 9 ÷ 14 Nm V2.04.1

Designed for aluminum rim with the valve socket ∅ 9,7 mm. For valves, which torque is known; to tight them use special keys and torque
screwdrivers.

Designed for aluminum rim with the valve socket ∅ 11,5 mm. For valves, which torque is known; to tight them use special keys and torque
screwdrivers.

Truck & bus tubeless tyre valves
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Designed for rims with the valve socket ∅ 16 mm. For valves, which torque is known; to tight them use appropriate keys and torque screwdrivers.

563-5016 – 563-5054

Ref.no Description Length mm (L) ETRTO TR Installation torque
562-9716 Valve 32 MS 29 V3.21.1 575 3 - 5 Nm

562-9723 Valve 42 MS 38 V3.21.2 501 3 - 5 Nm

563-5016 Valve 54 MS 51 V3.21.3 500 3 - 5 Nm

563-5023 Valve 84 MS 80 V3.21.4 570 3 - 5 Nm

563-5030 Valve 89 MS 86 V3.21.5 571 3 - 5 Nm

563-5047 Valve 99 MS 95 V3.21.6 572 3 - 5 Nm

563-5054 Valve 114 MS 111 V3.21.7 573 3 - 5 Nm

Ref.no Description Length mm (B) ETRTO TR Installation torque
562-9730 Valve 89 MS - 90° 58 V3.21.10 571 C 3 - 5 Nm

562-6764 Valve 114 MS - 90° 83 V3.21.12 573 C 3 - 5 Nm

562-6764 / 562-9730

33

B

Hex 14

Ø 19

90°

562-9716  – 562-9723

L

Hex. 14

Ø 19

Hex. 23

Ø 15x1
Ø 26

B

25°

562-6647

Ref.no Description Length mm (B) Installation torque
562-6647 Double sided type valve Y 30 25 ÷ 31 Nm

VALVES AND ACCESSORIES

Valves for tubeless wheels of trucks and buses
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VALVES AND ACCESSORIES

Ref.no Description Length mm (B) ETRTO Installation torque
562-6609 Valve 40 MSF 40 V3.12.1 25 ÷ 31 Nm

562-6795 Valve 95 MSF 95 V3.12.2 25 ÷ 31 Nm

Ref.no Description Length mm (L) ETRTO Installation torque
562-6733W Valve 75 MSF 72 V3.14.1 25  – 31 NM

562-6771 Valve 85 MSF 83 V3.14.3 25  – 31 NM

562-6788 Valve 95 MSF 91 V3.14.2 25  – 31 NM

562-6881 Valve 110 MSF 105 25  – 31 NM

562-6733 – 562-6881

Designed for tubeless wheels with the valve socket ∅ 16 mm. For valves, which torque is known; to tight them use special keys and torque
screwdrivers.

Ref.no Description ETRTO Installation torque
562-6654 Valve 44 MSF V3.15.1 25 ÷ 31 Nm

562-6946 Valve 65 MSF V3.16.1 25 ÷ 31 Nm

Designed for tubeless wheels with the valve socket ∅ 20,5mm (Michelin Pilote). For valves, which torque is known; to tight them use special keys
and torque screwdrivers.

Ref.no Description ETRTO Installation torque
562-6616 Valve 35 MSF V0.09.3 25 ÷ 31 Nm

562-6616

562-6609 / 562-6795

147°
Ø 15x1

147°

HEX. 23

Ø 26

L

562-6946562-6654

44,5

110°

Ø 15x1

Ø 31

HEX. 23
Ø 15x1

21

65
36

Ø 31

HEX. 23

Ø 26

Ø 15x1

B

Truck & bus tubeless tyre valves
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Designed for a rim with the valve socket ∅ 20,5 mm ( Michelin Pilote). For valves, which torque is known; to tight them use special keys and torque
screwdrivers.

Designed for rims with the valve socket ∅ 16 mm. Metal valves for air/water filling.

Ref.no Description ETRTO Installation torque
562-6953 Valve 115 MSF V3.18.1 25 ÷ 31 Nm

562-6939 Valve 130 MSF V3.18.2 25 ÷ 31 Nm

Ref.no Description ETRTO Installation torque
562-6915 Valve 140 MSF V3.19.1 25 ÷ 31 Nm

562-3035 562-3080 562-3097 / 562-3114 562-3107

Ref.no Description Length (mm) ETRTO Installation torque
562-3035 Snap-in valve 35 GSW 56 –

562-3080 Valve TR 618 A - 50 MSW 50 V5.01.1 5 ÷ 8 Nm

562-3097 Valve TR 621 A - 65° 75 V5.02.1 5 ÷ 8 Nm

562-3107 Valve TR 622 A - 90° 115 V5.02.2 5 ÷ 8 Nm

562-3114 Valve TR 623 A - 65° 57 V5.02.3 5 ÷ 8 Nm

562-9205, 562-9206562-9204

Ref.no Description Length (mm)

562-9204 Valve TRJ 1014 A 105

562-9205 Valve TRJ 1175 C 105

562-9206 Valve TRJ 1179 B 133

562-6939 / 562-6953

L

Ø 15x1

Ø 31

HEX. 23

VALVES AND ACCESSORIES

Truck & bus tubeless tyre valves

Air-water tyre valves for tractors

Separable valves for inner tubes of agricultural machinery

21

Ø 15x1

Ø 31

L

HEX. 23

151°

145°

562-6915
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VALVES AND ACCESSORIES

562-4292 562-4333

Ref.no Description Length (mm)

562-6255 Extention wih swivel single foot chuck for standard bore valves 1860 160

562-6259 End connector LKW / EM 1865

562-6255 562-6259

Ref.no Description Length (mm) Installation torque

562-4292 Valve extension 90° 34 0,3 ÷ 0,5 Nm

562-4333 Valve extension 45° 29 0,3 ÷ 0,5 Nm

Ref.no Description Length (mm) Installation torque
562-4010 Metal valve extension 34 0,4 ÷ 0,7 Nm

562-4034 Metal valve extension 77 0,4 ÷ 0,7 Nm

562-4089 Metal valve extension 115 0,4 ÷ 0,7 Nm

562-4041 Metal valve extension 125 0,4 ÷ 0,7 Nm

562-4010 – 562-4089

L

Designed for a rim with the valve socket ∅ 20,5 mm.

Used in places which are difficult to access. For valves, which torque is known; to tight them use appropriate keys and torque screwdrivers.

562-9709 562-9606 – 562-9651

Ref.no Description Length (mm) ETRTO

562-9709 Valve TRJ 670-03 56

562-9606 Valve TRJ 653-03 - 100° 64

562-9613 Valve TRJ 654-03 - 120° 57

562-9620 Valve TRJ 655-03 - 106° 75

562-9637 Valve TRJ 650-03 - 100° 115 V5.04.1

562-9644 Valve TRJ 651-03 - 90° 119 V5.04.2

562-9651 Valve TRJ 652-03 - 94° 140

22
90°

34

45°22

29

Valves for tubeless wheels of agricultural machinery

Extensions of valves for trucks and buses
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The seal must be replaced whenever a tyre is demounted!

563 - 1948

562-1300

562-1305 – 562-1408 562-1415 – 562-1422 562-1429

Ref.no Description Length (mm) Bending angle (α) TR ETRTO

562-7392 Screw-on valve, single bend GW4A 50  90° – V3.02.5

562-7402 Screw-on valve, single bend GW4A 75  94° – V3.02.27

562-7433 Screw-on valve, single bend GW4A 95  94° 177eq V3.02.8

562-7464 Screw-on valve, single bend GW4A 115 94° 175eq V3.02.10

562-7471 Screw-on valve, single bend GW4A 127  94° 78eq V3.02.11

562-7495 Screw-on valve, single bend GW4A 140  94° 179eq V3.02.14

562-2768 Rubber seal VG8 Ø 24 V9.05.1

Ref.no Description ETRTO

563-1948 Rubber base, with screw thread for VG8 Ø 80 mm V3.08.3

Ref.no Description Length (mm) Bending angle (α) TR

562-1300 Metal valve SW 1 60  50° –

562-1305 Metal valve SW 1 43  90° –

562-1343 Metal valve SW 1 95 90° TR 76

562-1374 Metal valve SW 1 115 90° –

562-1408 Metal valve SW 1 138 90° –

562-1415 Metal valve SW 2 35/40 mm 30° –

562-1422 Metal valve SW 2 73/40 mm  30° –

562-1429 Metal valve SW 3 65/42 mm 30° –

No vulcanisation required, to be will be used as sealing.

α α α

α

562-2768

562-7392 – 562-7495

α

B

7,7

24

Caution: Before doing repairs with valve patches and rubber base valves always buff the tube mechanically!

VALVES AND ACCESSORIES

Screw-on valves VG8

Rubber base valves (hot vulcanization)

Inner tube valves
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VALVES AND ACCESSORIES

Ref.no Description Length (mm) Installation torque

562-4216 Flexible extention 75 0,3 ÷ 0,5 Nm

562-4223 Flexible extention 105 0,3 ÷ 0,5 Nm

562-4230 Flexible extention 115 0,3 ÷ 0,5 Nm

562-4247 Flexible extention 125 0,3 ÷ 0,5 Nm

562-4254 Flexible extention 140 0,3 ÷ 0,5 Nm

562-4261 Flexible extention 180 0,3 ÷ 0,5 Nm

562-4278 Flexible extention 210 0,3 ÷ 0,5 Nm

562-4285 Flexible extention 270 0,3 ÷ 0,5 Nm

Applied in places which are difficult to access. If torque is known, to tight an element use appropriate keys and torque screwdrivers.

Ref.no Description Length (mm) Installation torque

562-4281W Flexible extention 250 0,3 ÷ 0,5 Nm

Ref.no Description Length (mm) Installation torque

562-4553 Straight plastic extention - black 70 0,4 ÷ 0,7 Nm

562-4560 Straight plastic extention - black 115 0,4 ÷ 0,7 Nm

562-4577 Straight plastic extention - black 150 0,4 ÷ 0,7 Nm

562-4584 Straight plastic extention - black 170 0,4 ÷ 0,7 Nm

562-456B Straight plastic extention - white 115 0,4 ÷ 0,7 Nm

562-458B Straight plastic extention - white 170 0,4 ÷ 0,7 Nm

562-4553 – 562-4584 562-456B - 562-458B

L L

562-4216 – 562-4285

L

L

562-4281W
90°

Extensions of valves for trucks and buses
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562-0045  562-0612 562-0083562-0052

If torque is known, to tight an element use appropriate keys and torque screwdrivers.

Ref.no Description Installation torque
562-0045 Valve core, short nickel Alligator 0,4 ÷ 0,5 Nm

562-0046 Valve core, short nickel 0,4 ÷ 0,5 Nm

562-0051 Valve core, brass Alligator 0,4 ÷ 0,5 Nm

562-0052 Valve core, brass 0,4 ÷ 0,5 Nm

562-0612 Express valve with black cap

562-0083 Valve core short EM 0,5 ÷ 0,7 Nm

Air-flexx valve extensions guarantee the excellent quality certificate for the features pressure free, unbreakable extremely durable. Air-flexx valve 
extensions are flexible but still rigid enough to be used without a rimholder, clamp or stabiliser. The material withstands extreme forces and does 
not become brittle during the normal life of a tyre – and far beyond. Air pressure checks can be performed easily and quickly on inner dual tyres 
and single wheels with hubcaps.

Stainless steel jacket

Protective cover

Inner pin with
a stainless steel core

Ref.no Description Length (mm)

563-1052 Air-flexx valve 145

563-1053 Air-flexx valve 185

563-1054 Air-flexx valve 215

VALVES AND ACCESSORIES

Air-flexx valve extensions for tyres

Inserts for valves
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VALVES AND ACCESSORIES

562-4182W562-44182  562-4199

Ref.no Description Length (mm) Installation torque
562-4144 Valve extensions with holder, flexible, steel-braided rubber hose 250 0,3 ÷ 0,5 Nm

Ref.no Description

562-4182 Holder, double

562-4182W Holder, double

562-4199 Holder, single

562-4405 – 562-4450 

L

Ref.no Description Length (mm) Installation torque
562-4405 Valve extension flexible steel-braided rubber hose 125 0,3 ÷ 0,5 Nm

562-4412 Valve extension flexible steel-braided rubber hose 140 0,3 ÷ 0,5 Nm

562-4420 Valve extension flexible steel-braided rubber hose 160 0,3 ÷ 0,5 Nm

562-4429 Valve extension flexible steel-braided rubber hose 180 0,3 ÷ 0,5 Nm

562-4436 Valve extension flexible steel-braided rubber hose 210 0,3 ÷ 0,5 Nm

562-4450 Valve extension flexible steel-braided rubber hose 300 0,3 ÷ 0,5 Nm

562-4144

Valve extensions for truck and bus

Valve extension holders
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562-0100 562-0203 562-0296 562-0306 562-0313 562-0320 562-0337

562-5002 / 562-5019 562-5071

562-3009 

562-0124

562-0368

Ref.no Description Installation torque
562-0100 Valve cap, with screwdriver top VC2eq 0,2 ÷ 0,3 Nm

562-0203 Valve cap VC3eq 0,2 ÷ 0,3 Nm

562-0296 Valve cap black VG8 (100 pcs) 0,2 ÷ 0,3 Nm

562-0296G Valve cap black with a seal 0,2 ÷ 0,3 Nm

562-0306 Valve cap red VG8 (100 pcs) 0,2 ÷ 0,3 Nm

562-0313 Valve cap green VG8 (100 pcs) 0,2 ÷ 0,3 Nm

562-0320 Valve cap yellow VG8 (100 pcs) 0,2 ÷ 0,3 Nm

562-0337 Valve cap blue VG8 (100 pcs) 0,2 ÷ 0,3 Nm

562-3009 Valve cup SP 6 , SP 7 –

562-0124 Valve cap, with screwdriver top VC6 0,3 ÷ 0,5 Nm

Ref.no Description Installation torque
562-0368 EM adapter, reducing VG12-VG8 0,3 ÷ 0,5 Nm

562-5002 Bicycle valve adapter DUNLOP, with gasket to car pump

562-5019 Bicycle valve adapter PRESTO, without gasket to car pump

562-5071 Bicycle valve adapter, with non-return valve to bicycle pump

562-8030 PCLTVT-0100562-8061

Ref.no Description

562-8030 Valve repair tool, 4-piece External thread VG8/VG12 - Internal thread VG5 l

562-8061 Valve repair tool, 4-piece External thread VG12 - Internal thread VG5/VG8

PCLTVT- 0100 Tap wrench for values PCL

For the repair of damaged valve threads.

VALVES AND ACCESSORIES

Valve caps

Valve adapters
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VALVES AND ACCESSORIES

562-5095 / 562-5105  562-5239 PNPCLC02-H03562-5318

562-5088 562-5291

562-8195

Ref.no Description Tube size

562-5095 Clip-on connector 8,0 x 14 mm

562-5105 Clip-on connector 6,0 x 14 mm

562-5239 Clip-on connector 8,0 x 20 mm

562-5318 Spare rubber washer suitable for 562-5239

PNPCLC02-H03 Single Clip-on Connector 6,0 x 25 mm

Quick and complete extraction of air from car, truck and tractor tubes. Suitable for connection to all valve adapters.

Ref.no Description

562-8195 Tube deflator

Ref.no Description

562-3138 Hanauer mouse

Ref.no Description

562-8315 Valve fishing tool

562-3138

562-8315

Designed to assist valve hole location when fitting tubes.

Ref.no Description Tube size

562-5088 Clip-on connector, EM 8,0 x 20 mm

562-5291 Clip-on connector, EM 8,0 x 20 mm

Valve deflating connector

Clip-on connectors

Clip-on connectors – EM

Water filling and draining fittings

Valve fishing tool
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562-8420 562-8430

562-8250

562-8311

562-8353

562-8102 562-8360562-8103 562-8391

Ref.no Description

562-8250 Lever QUICK to enter valves

562-8267 Plastic overlay for a lever QUICK

562-8281 Spring for a lever QUICK

562-8311 Lever for valves in plastic cover

562-8353 Lever to enter valves - made from plastics

* Screwdrivers are equipped with a grasping latch catching a spring insert

VALVES AND ACCESSORIES

Ref.no Description

562-8092 Screwdriver for spring inserts VG5 /VG8    

562-8102 Screwdriver for spring inserts type A  

562-8103 Screwdriver for spring inserts and caps with a magnet   

562-8360* Screwdriver for spring inserts  

562-8391* Screwdriver for spring inserts for bikes 

Levers for tubeless valves

Screwdrivers for spring inserts and caps

Torque screwdrivers for spring to inserts 

Ref.no Description

562-8420 Torque screwdriver for spring inserts 0,25Nm – application: rubber valves, aluminum valves TPMS

562-8430 Torque screwdriver for spring inserts 0,45 Nm - application: metal valves
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Enter:
sklep.tiptopol.pl/konfigurator

2.  You � nd information about:

• Type of TPMS system in the car (passive or active)
• Oryginal sensor’s data
• Loading procedure of new ID numbers sensors

3.  You can browse list of universal TPMS sensors, valves and TPMS 
sets for OEM sensors, which you can use in the car

1. Select brand, model and year of prodcution

Do you want to choose the right
TPMS sensor for each car?

Use confi gurator on:              sklep.tiptopol.pl
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TPMS SYSTEM

Valves for OEM TPMS Sensor 

562-3904

562-3911

562-3901 562-3907

Ref.no Description

562-3904 TPMS Replacement valve for Schrader Snap-in (REV4/REV5)

562-3905 TPMS Replacement valve for Schrader Snap-in (REV4/REV5) with chrom

562-3908 TPMS Replacement valve for Schrader Clamp-in (REV4/REV5)

562-3908S TPMS Replacement valve for Schrader Clamp-in (REV4/REV5) steel

562-3911 TPMS Replacement valve for Schrader Snap-in New Generation

562-3918 TPMS Replacement valve for Schrader Clamp-in new generation

562-3903 TPMS Replacement valve Schrader Clamp-in Alpha

562-3912 TPMS Replacement valve Schrader Clamp-in Gamma

562-3901 TPMS Replacement valve Conti/VDO TG1B

562-3907 TPMS Replacement valve Conti/VDO TG1C

562-3916 TPMS Replacement valve Conti/VDO TG1D

562-3916

*

562-3903

*

562-3912

*

* * *

562-3908 562-3908S562-3905

*

562-3918

Enter:
sklep.tiptopol.pl/konfigurator

2.  You � nd information about:

• Type of TPMS system in the car (passive or active)
• Oryginal sensor’s data
• Loading procedure of new ID numbers sensors

3.  You can browse list of universal TPMS sensors, valves and TPMS 
sets for OEM sensors, which you can use in the car

1. Select brand, model and year of prodcution

Do you want to choose the right
TPMS sensor for each car?

Use confi gurator on:              sklep.tiptopol.pl

* Pictures of complete sensors are used only to verify the valve, they are not a commercial offer of Tip-Topol Sp. z o.o.
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Ref.no Description

562-3906 TPMS Replacement valve for Huf/Aligator 43mm 

562-3913 TPMS Replacement valve for Huf  46mm

562-3914 TPMS Replacement valve for Huf  56mm

562-3928 TPMS Replacement valve for Huf Snap-in 

562-3910 TPMS Replacement valve for TRW Clamp-in 

562-3920 TPMS Replacement valve for TRW Snap-in 

562-3919 TPMS Replacement valve for Cub Snap-in

562-3917 TPMS Replacement valve for Hamaton Snap-in

562-3927 TPMS Replacement valve for Hamaton Clamp-in 

562-3926 TPMS Replacement valve for Pacyfic Snap-in 

 562-3906 562-3913 562-3914 562-3928

562-3910 562-3910C 562-3920 562-3919  

562-3917 562-3927 562-3926

TPMS SYSTEM
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TPMS SYSTEM 

Valves for Truck TPMS

Service Kits  for TPMS Valves

Autel MX-Senor

562-3915W 562-3921W 562-3922W

562-3923W 562-3924W 562-3925W

562-3641 Service Kit TPMS Renault –ALU (Schrader 5001)

562-3642 Service Kit TPMS Renault –Stal (Schrader 5002)

562-3643 Service Kit TPMS PSA/Fiat  (Schrader 5003)

562-3644 Service Kit TPMS Nissan/Opel/Volvo (Schrader 5004)

562-3645 Service Kit TPMS PSA (Schrader 5006)

562-3647 Service Kit TPMS Nissan/Reanult (Schrader 5016)

562-3661 Service Kit TPMS Ford

562-3662 Service Kit TPMS Nissan

562-3663 Service Kit TPMS Volvo

562-3664 Service Kit TPMS Opel/Saab/Suzuki

562-3665 Service Kit TPMS Schrader

562-3667 Service Kit TPMS Lexus/Toyota  Pacyfic LFB1/LFC1

562-3666 Set plactic caps - 25pc

Universal Autel MX-Sensor Clap-in
562-3510 434 MHz
562-3520 315 MHz

Universal Autel MX-Sensor Snap-in
562-3511 434 MHz
562-3521 315 MHz 

Autel TPMS Pad for programing MX-Sensor
562-3515
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510-1801 

510-1865 510-1866 510-1867 

510-1863 510-1864

TIRE STRING-TYPE INSERTS

Universal string-type inserts for temporary sealing of tread punctures are an excellent emergency repair when a full service repair facility is 
unavailable. Made of a butyl rubber, allowing easy insertion through steel belted radials. Permanent repairs should be performed from the inside of 
the tyre, for example with COMBI plugs. For safety reasons, we also warn you not to carry out sidewall injuries using the inserts. Available also in sets for 
tubeless tires for  temporarily repair holes in tires. In boxes for use  in emergency situations.

Tire Repair Tools Kits are compact and convenient sets that have everything required to repair tubeless tires on your own.  High quality cases keep contents 
protected and are handy and very convenient to transport eg. under the car seat.  The tools are made of durable and high-quality materials.  Sets are 
equipped with spiral cement probe and split-eye insert needle with heavy duty pistol-grip, which provides greater turning power and comfort.  After just 
a few minutes from the start of repair, the tire can be used.

Universal string-type Inserts

Tyre repair sets

Ref.no Description Size Number of strings in set

510-1865 Tire Repair Kit with 4” String Inserts 102 mm / 4” 50

510-1866 Tire Repair Kit with 8” String Inserts 204 mm / 8” 25

510-1867 Tire Repair Kit with 4” String Inserts 102 mm / 4” 5

Ref.no Description Size Number of strings in set

510-1801 String type inserts, fat, brown 102 mm / 4” 50

510-1863 String type inserts, fat, brown 204 mm / 8” 25

510-1864 String type inserts, medium, black 184 mm / 7 ¼ ” 50
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Accesories for string inserts

STRING TYPE INSERTS - ACCESORIES

Ref.no Description Needle lenght
510-1526 Tire inserting tool, with plastic pistol-grip handle 75

510-1533 Tire inserting tool, with plastic pistol-grip handle 90

510-1818 Tire inserting tools, with plastic handle 75

510-1819 Tire inserting tool, with plastic pistol-grip hande 75

510-1821 Probe Cement Tool 98

510-1822 Tire inserting tools, with plastic pistol-grip handle, with split on the side 95

510-2202 Inserting tool, with folding handle 75

510-2219 Inserting tool for car tyres with plastic handle, lenght approx. 72 mm 72

510-2226 Inserting tool for truck tyres, with plastic handle, lenght approx. 96 mm 96

510-2233 Inserting tool EM, with plastic handle, lengtht approx. 230 mm 230

510-2240 Hand rasp O 6 mm 45

510-2415 Needle sets, 3pcs needle+1pc L wrench/set 105

510-2420 Needle sets, 4pcs needles/set 105

510-2421 Spare needle for inserting tool, split on middle, total  length of needle: 130 mm, Chromed, for article 510-2415 105

510-1526 510-1533 510-1818 510-1819

510-1822510-1821 510-2202 510-2219

510-2226 510-2233 510-2240

510-2415 510-2421510-2420
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ORBIS SMART BALANCE – truck tyre balancing beads

ORBIS SMART BALANCE is a balancing product made from hard and perfectly round micro-glass beads. It increases tire life, improves fuel economy and 
reduce vibration and heat build up. Due to the used material, beads will not rust, melt, clump, or break. 
 
Main advantages:
•  Readily disperse throughout tire during motion for consistent balance
• Static-free and roll freely
• Durable and eco-friendly
• Can be used with nitrogen filled tires

BALANCING COMPOUNDS

Ref.no Description Weight
566-0200 Orbis Smart Balance - truck tyres balancing beads 8 kg

TIP-TOPOL NEW SOLUTION



39

BALANCING COMPOUNDS

EQUAL FLEXX balancing compound in bags

OCEAN Balancing compound, 7 kg
566-0191

Ref.no Description Weight
566-0300 EQUAL FLEXX A, balancing compound 340 g

566-0310 EQUAL FLEXX B, balancing compound 280 g

566-0320 EQUAL FLEXX C, balancing compound 230 g

566-0330 EQUAL FLEXX D, balancing compound 170 g

566-0340 EQUAL FLEXX E, balancing compound 115 g

566-0350 EQUAL FLEXX F, balancing compound 85 g

EQUAL FLEXX is commercial tire balancing solution for trucks and fleets. A soft, dual compound particle formula that was specially designed to work 
together to react to and absorb forces better than any other wheel-end balancer on the market. Designed to outperform the competition by at least 15%.
Twice the vibration absorption delivers even longer wear and maximizes vibration dampening for the life of a tire. EQUAL FLEXX will never damage the 
tire casing, wheel, or TPMS units, it does not void tire manufacturer warranties.

Dry granular polymer, developed for application in truck and bus tyres. It works throughout the life of the tyre, ensuring less vibrations for a smoother ride. 
Damped-down tyre movements reduce tread wear. Continuous balance eliminates rebalancing. Granules and material do not cause abrasion inside the 
tyre. It is not hygroscopic, so it does not stick to the tire and rim, it is neutral to the butyl layer of the tire, harmless to the environment.
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BALANCING COMPOUNDS

ORBIS SMART BALANCE application chart

OCEAN balancing compound application chart
Truck Tyres

8 R 17.5 175 ml
8.5 R 17.5 250 ml
9 R 17.5 250 ml

9.5 R 17.5 250+75 ml
10 R 17.5 250+75 ml

195/60 R 17.5 175 ml
195/70 R 17.5 175 ml
245/70 R 17.5 250 ml
265/70 R 17.5 250 ml
205/75 R 17.5 175 ml
215/75 R 17.5 250 ml
225/75 R 17.5 250 ml
235/75 R 17.5 250 ml
245/75 R 17.5 250 ml

9.5 R 19.5 250+75 ml
245/70 R 19.5 250 ml
265/70 R 19.5 250 ml
275/70 R 19.5 250+75 ml
285/70 R 19.5 250+75 ml
295/70 R 19.5 250+75 ml
305/70 R 19.5 250+175 ml
405/70 R 20 250+250 ml
375/75 R 20 250+250+150 ml
425/75 R 20 250+250 ml
275/80 R 20 250+175 ml
335/80 R 20 250+250 ml

365/80 R 20 250+250 ml
475/80 R 20 250+250+175
365/85 R 20 250+250 ml
395/85 R 20 250+250+175 ml

9 R 22.5 250+75 ml
10 R 22.5 250+75 ml
11 R 22.5 250+175 ml
12 R 22.5 250+250 ml
13 R 22.5 250+250 ml
18 R 22.5 250+250+150 ml

495/45 R 22.5 250+175+175 ml
385/55 R 22.5 250+250 ml
295/60 R 22.5 250+175 ml
305/60 R 22.5 250+175 ml
315/60 R 22.5 250+175 ml
385/65 R 22.5 250+250+175 ml
255/70 R 22.5 250+75 ml
275/70 R 22.5 250+175 ml
305/70 R 22.5 250+175 ml
315/70 R 22.5 250+175 ml
275/80 R 22.5 250+175 ml
295/80 R 22.5 250+250 ml
315/80 R 22.5 250+250 ml

14 R 24 250+250+150 ml
445/70 R 24 250+250+175ml
455/70 R 24 250+250+175 ml
495/70 R 24 250+250+250 ml

Light Truck Tyres MARKED with „C” or „LT”
205/55 R 16 125 ml
195/60 R 16 125 ml
205/60 R 16 125 ml
225/60 R 16 125 ml
195/65 R 16 125 ml
205/65 R 16 125 ml
215/65 R 16 125 ml
225/65 R 16 125 ml
235/65 R 16 125 ml
175/75 R 16 125 ml
185/75 R 16 125 ml
195/75 R 16 125 ml
205/75 R 16 125 ml
215/75 R 16 125 ml
225/75 R 16 125 ml
245/75 R 16 125 ml
215/85 R 16 125 ml
235/85 R 16 125 ml
255/55 R 17 125 ml
185/60 R 17 125 ml
215/60 R 17 125 ml
235/60 R 17 125 ml
265/70 R 17 125 ml
255/55 R 18 125 ml

Light Truck Tyres MARKED with „C” or „LT”
205/55 R 16 75 ml
195/60 R 16 75 ml
225/60 R 16 75 ml
195/65 R 16 75 ml
225/65 R 16 75 ml
235/65 R 16 100 ml
305/70 R 16 150 ml
100/75 R 16 75 ml
205/75 R 16 75 ml
225/75 R 16 75 ml
235/75 R 16 100 ml
265/75 R 16 100 ml
215/85 R 16 75 ml
235/85 R 16 100 ml
265/85 R 16 150 ml
255/55 R 17 75 ml
215/60 R 17 75 ml
235/60 R 17 75 ml
245/70 R 17 100 ml
275/70 R 17 100 ml
285/70 R 17 150 ml
315/70 R 17 150 ml
245/75 R 17 100 ml
255/55 R 18 75 ml

Truck Tyres
8 R 17.5 100 ml
8,5 R 17.5 100 ml
9 R 17.5 150 ml
9,5 R 17.5 150 ml
215/70 R 17.5 100 ml
235/70 R 17.5 100 ml
245/70 R 17.5 100 ml
265/70 R 17.5 150 ml
315/70 R 17.5 225 ml
205/75 R 17.5 100 ml
215/75 R 17.5 100 ml
225/75 R 17.5 100 ml
235/75 R 17.5 150 ml
245/75 R 17.5 150 ml
9.5 R 19.5 225 ml
225/70 R 19.5 150 ml
245/70 R 19.5 150 ml
265/70 R 19.5 150 ml
275/70 R 19.5 225 ml
285/70 R 19.5 225 ml
295/70 R 19.5 225 ml
305/70 R 19.5 250 ml
405/70 R 20 150+250 ml
375/75 R 20 150+250 ml
425/75 R 20 250+200 ml
275/80 R 20 250 ml

335/80 R 20 150+150 ml
365/80 R 20 250+100 ml
475/80 R 20 250+250+100 ml
365/85 R 20 250+100 ml
395/85 R 20 250+200 ml
11 R 22.5 150+100 ml
12 R 22.5 150+150 ml
13 R 22.5 150+150 ml
315/45 R 22.5 150+100 ml
495/45 R 22.5 250+200 ml
385/55 R 22.5 150+150 ml
295/60 R 22.5 250 ml
305/60 R 22.5 250 ml
315/60 R 22.5 250 ml
385/65 R 22.5 250+100 ml
425/65 R 22.5 250+200 ml
255/70 R 22.5 225 ml
275/70 R 22.5 250 ml
305/70 R 22.5 250 ml
315/70 R 22.5 250 ml
275/80 R 22.5 250 ml
295/80 R 22.5 150+150 ml
315/80 R 22.5 150+150 ml
405/70 R 24 250+250 ml
445/70 R 24 250+150+150 ml
455/70 R 24 250+250+100 ml
495/70 R 24 250+250+100 ml100 ml = 145 g
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BALANCING COMPOUNDS

EQUAL FLEXX application chart

Tire Size Single Dual

195/70 R 15 F F
6.50 R 16 F F
7.50 R 16 F F
8.25 R 16 F F

205/55 R 16 F F
195/60 R 16 F F
205/60 R 16 F F
215/60 R 16 F F
225/60 R 16 F F
195/65 R 16 F F
205/65 R 16 F F
215/65 R 16 F F
225/65 R 16 F F
235/65 R 16 E E
305/65 R 16 D D
345/65 R 16 C C

Tire Size Single Dual

175/75 R 16 F F
185/75 R 16 F F
195/75 R 16 F F
205/75 R 16 F F
215/75 R 16 F F
225/75 R 16 F F
235/75 R 16 E E
245/75 R 16 E E
265/75 R 16 E E
285/75 R 16 D D
295/75 R 16 D D
315/75 R 16 C C
215/85 R 16 F F
225/85 R 16 E E
235/85 R 16 E E
245/85 R 16 E E

Tire Size Single Dual

255/85 R 16 D D
265/85 R 16 D D
305/85 R 16 C C
225/55 R 17 F F
255/55 R 17 F F
215/60 R 17 F F
245/70 R 17 E E
265/70 R 17 E E
275/70 R 17 E E
285/70 R 17 D D
315/70 R 17 D D
245/75 R 17 E E
235/80 R 17 E E
275/65 R 18 D D
245/70 R 18 D D

Tire Size Single Dual
7,5 R 15 F F
8 R 17.5 E E

8.5 R 17.5 E E
9 R 17.5 D D

9.5 R 17.5 D D
10 R 17.5 C C

205/65 R 17.5 E E
245/70 R 17.5 E E
265/70 R 17.5 D D
315/70 R 17.5 C C
215/75 R 17.5 E E
225/75 R 17.5 E E
235/75 R 17.5 D E
245/75 R 17.5 D D
315/80 R 17.5 B B
445/45 R 19.5 A
435/50 R 19.5 A
265/55 R 19.5 C
385/55 R 19,5 A
425/55 R 19.5 B
255/60 R 19,5 D D
385/65 R 19,5 A
445/65 R 19.5 B+E
225/70 R 19,5 D C
245/70 R 19,5 D C
265/70 R 19,5 D C
285/70 R 19,5 C B
295/70 R 19,5 C B
305/70 R 19,5 B A

Tire Size Single Dual
315/70 R 19,5 B A

8.25 R 20 C B
9.0 R 20 B B

10.00 R 20 B A
11.00 R 20 A A
12.00 R 20 A A
14.00 R 20 A+E
16.00 R 20 A+D

405/70 R 20 A+E
375/75 R 20 A+E
425/75 R 20 A+D
335/80 R 20 A
365/80 R 20 A
475/80 R 20 A+A
365/85 R 20 A+E
395/85 R 20 A+D

24 R 20.5 A+D
10 R 22.5 B A

e 11 R 22.5 B A
12 R 22.5 A A
13 R 22.5 A A

445/40 R 22.5 C+D
455/40 R 22.5 C+D
315/45 R 22.5 B A
435/45 R 22.5 B+E
445/45 R 22.5 B+E
455/45 R 22.5 B+E
495/45 R 22.5 A+D
355/50 R 22.5 A

Tire Size Single Dual
375/50 R 22.5 A
435/50 R 22.5 A+E
445/50 R 22.5 A+E
455/50 R 22.5 A+E
295/55 R 22.5 B A
385/55 R 22.5 A
295/60 R 22.5 B A
315/60 R 22.5 B A

385/65 R 22.5
A (normal) 

A+E 
(heavy duty)

425/65 R 22.5 A+D
445/65 R 22.5 A+D
255/70 R 22.5 C B
275/70 R 22.5 B A
305/70 R 22.5 B A
315/70 R 22.5 B A
365/70 R 22.5 C+D
445/75 R 22.5 B+B
255/80 R 22.5 C B
275/80 R 22.5 B A
295/80 R 22.5 A A
315/80 R 22.5 A A
375/90 R 22.5 B+C
12.00 R 24 A

325/95 R 24 C+D
11 R 24.5 A+D

Truck incl. sizes for Mulit-Purpose-Vehicles

Light Truck 16“, 16.5“, 17“, 18“, marked “C” or “LT”
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For easy and safety tyre mounting and demounting. Protects tyre beads from damage. Easy and economic usage.
Tyre mounting paste UNIVERSAL  - for mounting of all types and sizes of tyres.
Tyre mounting paste TRUCK - developed for long sliding distances with high friction between tyres and rims, extreme mounting conditions etc.

CHEMICAL PRODUCTS

Tyre mounting paste TIPTOPOL

Ref.no Description Weight Colour Temperature
593-0641 Tyre mounting paste white Universal 1 kg White

593-0642 Tyre mounting paste white Universal 5 kg White

593-0645 Tyre mounting paste universal PREMIUM,  5 kg, 5 kg White up to -25oC

593-0646 Tyre mounting paste universal BLACK 5 kg Black

593-0644 Tyre mounting paste TRUCK 5 kg Yellow

593-0642 593-0645 593-0646 593-0644

Ref.no Description Content
DECZ4 ACRYLMED Red - tire mounting ointment – contains an additive sealant 4 kg

DEN4 ACRYLMED Blue - tire mounting ointment – recommended for use in sub-zero temperatures 4 kg

DEZ4 ACRYLMED Green - tire mounting ointment – general applicaation in tire mounting 4 kg

DEZDENDECZ

Tyre mounting oinment ACRYLMED
Ointments make removal and assembly of tires simple. Application of ointment prevents damage during 
mounting and demounting of tire.
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CHEMICAL PRODUCTS

593-0651 EXP593-0649, EXP593-061593-0687

Technical talc is irreplaceable during the assembly of inner tubes in the tire. Guarantees an even distribution of the inner tube of the tire, prevents it from 
„sticking” to the tire during pumping. Effectively prevents sticking of the rubber.

Talcum powder

Ref.no Description Weight

593-0651 White talcum, Tiptopol label 400 g
593-0687 White talcum, bag 25 kg
EXP593-0649 Gray talcum (no label,  MOQ: 1 200 pcs) 500 g
EXP593-0651 White talcum (no label,  MOQ: 1 200 pcs) 400 g

593-0618

Vulcanizing brushes are intended for applying mounting paste to a tire and rim when installing tires. Specially profiled brush head facilitates the lubrication 
of the tire’s bead across the entire rim without bending the hand. Dense bristles do not deform and can last a long time.

593-0580 593-0584

Mounting paste brushes

Ref.no Description Head
diameter [mm]

Visible length
of bristle [mm]

Handle
lenght [mm]

Total brush
lenght [mm]

593-0580 Special brush for car tyres Ø 30 45 230 275

593-0584 Special brush for car tyres Ø 40 45 230 280

593-0618 Special brush for truck tyres Ø 55 51 230 290
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CHEMICAL PRODUCTS

593-5053A 593-5054A

Specially formulated black paint for improved appearance, coverage and tyre adhesion. Gives retread and used tyres a like-new, black satin finish. 
Completely covers crayon marks and dirt. Dries quickly with low odor. Economical concentrate formula dilutes with water and saves material 
cost, storage space and shipping expense. Available in a concentrated form, diluted with water 1: 1.

Preventative all-purpose sealant for tube and tubeless tires of all sizes. It seals damages up to 6 mm and prevents corrosion of wheel and conditions 
the tire inner liner. Product can stay in the tire indefinitely, helping to prevent against tire and tube rot. Proven, homogenous formula, glycol free.  Freeze 
point: -23°C.

Black Tyre Paint, Concentrate

STS Tire Sealant, 20 l

Ref.no Description Content

593-5053A Black Tyre Paint Concentrate 1 l
593-5054A Black Tyre Paint Concentrate 5 l

Main benefits:
- seals damages up to 6 mm
- sales bead leakage
- stops slow porosity leaks
- prevents against tire and tube rot
- conditions the tire innerliner
- prevents corrossion of wheel

Ref.no Description Content
566-0500 STS Tire Sealant 20 l

566-0500
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CHEMICAL PRODUCTS

Ref.no Description Head diameter [mm] Weight

593-2010 Hand washing paste Strong solid 500 ml
593-2020 Hand washing paste Strong solid 5 l
593-2030 Hand washing paste Strong solid 10 l
593-2024 Hand washing paste Strong semi-liquid 500 ml
593-2021 Hand washing paste Strong semi-liquid 4 l
593-2022 Dispenser for semi-liquid paste, 4l
593-2023 Wall mounting hanger for hand paste

Hand-washing paste STRONG have a broad spectrum of the removal of the hand particularly stubborn dirt, such as grease, lubricants, used oil, 
dust, rust, varnishes, printing inks, adhesives. It has a neutral pH level. Specially prepared synthetic abrasive improves the mechanical efficiency of 
washing. Easy to rinse without causing clogging of sewage components (do not contain sand).
Dermatologically tested, environmentally friendly - are biodegradable. Recommended for washing hands in a workshop mechanics and car tire workshops, 
factories and agriculture.

593 2010 593 2024593 2020 593 2021593 2030 593 2022 593 2023

Hand washing paste

STRONG hand cleansers independent test result
September 2017

TIP-TOPOL is proud to announce that our line of hand-washing paste STRONG has been appreciated by the mechanical and 
vulcanisation workshops  in portal’s MotoFocus.pl* independent hand washing products test, provided in September 2017.

The tested pastes have had to deal with typical skin contamination from cars, such as burned oil, grease, tar, or very dirty 
brake dust, and mechanics have been able to choose between different variations of consistency, odor, color.

A group of several independent workshops and mechanics appreciated the very good properties of STRONG pastes, high 
efficiency, competitive price and various packaging sizes.
STRONG was one of the 8 top brands supplied by manufacturers and distributors of hand wash pastes in Poland. 

In result, STRONG pastes quality was proven in terms of effectiveness, performance, consistency, smell,  ease of application 
and state of skin leaving (whether it is very dry and rinsing on hands will not be left remedies and whether during cleaning 
the abrasive additives do not damage).

Satisfaction with the quality of TIPTOPOL’s hand-washing chemicals and confidence in the brand has resulted in the intro-
duction of a new packaging variant for the STRONG paste – semi-liquid 
paste in 500 ml bottle.

The product range (different sizes of packaging, from 500 ml up to 10l) enables our customers to check the advantages of the 
product also when running a small workshop - until now the semi-liquid paste was only available in the 4l package 
to which the dispenser and the recommended wall mount are required

* MotoFocus.pl is a portal aimed at owners and employees of mechanical workshops, shop staff and all those who want to know 
the latest information from the automotive industry. 
They publish the latest information from the world of cars dedicated to new spare parts, accessories and workshop tools, writing 
about events in the industry, as well as technical articles and research and reports.
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TIRE BAGDS, CHALKS, TREAD GAUGES

Ref.no Description
Quantity in the a 

package
595-0131 Thick chalk white SISA 12
595-0203 Thick chalk yellow SISA 12
595-0227 Chalk holder SISA
595-8471 Chalk, round, white 12
595-8472 Chalk, round, yellow 12
595-8477 Chalk, round, red 12

595-0131 595-0203

595-0227

595-8471 595-8477595-8472

Intended to mark or to describe the location of a damage in the tire in the course of repair. Particularly they are useful when marking tires during 
the seasonal replacement of tires. They have water-resistant properties, ensuring the effectiveness of the use of both dry and wet surfaces. They are 
non-toxic and non-dusting.

519-1655 519-1660PNPCLTDG-16C1 519-1830

Ref.no Description
Measuring

accuracy (mm)
PNPCLTDG-16C1 Depth meter 0 - 26 mm 1,00  

519-1830 Digital depth meter 0-28 mm 1,00  

519-1655 Depth meter 0 – 50 mm 1,00   

519-1660 Depth meter 0 – 150 mm 1,00  

Tool to measure tread depth in the car tires, truck tires, agricultural machines, and other machinery.

Ref. no Description Quantity
583-0082 Protective bag for tires 100 pcs.

Protective bags to store tires. Dimensions 700 x 950 cm, thickness: 40 microns.

583-0082

Bags for tires

Marking chalks

Tyre tread depth gauge
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595-4900

595-5019

595-4924

595-4931

595-4962 

595-4948

595-5040

595-5060 

595-4955

Highly durable cutters for precise injury preparation on radial and cross-ply tyres. Special profile adapted to steel cord preparation allows professional grinding 
out of the injury. Intended to use when repairing with the repair unit Minicombi or Remastem. Maximum speed: 2 500 rpm.

Ref.no Description

Arbour

hand dril
quick release

 chuck
595-4900 HM cutter ∅ 3 x 50 mm   3 mm 519-6782
595-5019 HM cutter ∅ 4,5 x 90 mm   6 mm 519-6672
595-4924 HM cutter ∅ 6 x 65 mm    6 mm 519-6672
595-4962 HM cutter ∅ 6 x 90 mm    6 mm 519-6672
595-4948 HM cutter ∅ 8 x 100 mm   8 mm 519-6689
595-5060 HM cutter ∅ 10 x 110 mm   10 mm 519-6593
595-5040 HM cutter ∅ 12 x 110 mm   10 mm 519-6593

Carbide cutters HM

TOOLS FOR TYRE REPAIR
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TOOLS FOR TYRE REPAIR

Domed contour rasps

Pencil buffers

Ball shaped chip rasps

595-8920

595-8906 595-8968

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-4735 Dome rasp ∅ 32 mm, K170, whole 3/8”  595-4034 519-6610
595-4632 Dome rasp ∅ 44 mm, K170, whole 3/8”  595-4034 519-6610
595-6056 Dome rasp ∅ 50 mm, K18, bore 3/8”     595-4034 519-6610
IT205-0110 Dome rasp ∅ 50 mm, K23, bore 3/8”     595-4034 519-6610
595-8865 Dome rasp ∅ 50 mm, K18, bore 3/8”     595-4034 519-6610
595-4216 Dome rasp ∅ 65 mm, K46, whole 3/8”  595-4034 519-6627
595-4357 Dome rasp ∅ 65 mm, K170, whole 3/8”   595-4034 519-6610
595-4209 Dome rasp ∅ 76 mm, K36, whole 14 mm   595-4261 519-6634
595-4247 Dome rasp ∅ 102 mm, K18, whole 14 mm    595-4261 519-6634

K - granularity

595-8865 595-4216 595-4209 595-4247595-4632 / 595-4357595-4735

595-4371

Buffing tools for rubber removal. Maximum speed: 4 500 rpm.

Buffing tools for  buffing of rubber in nailhole type injuries. Maximum speed: 4 500 rpm.

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-8920 Ball shaped rasp ∅ 19 mm, K18   6 mm 519-6672
595-4371 Ball shaped rasp  ∅ 20 mm, K330   6 mm 519-6672

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-8906 Pencil buffers ∅ 5-8 x 105 mm, K18   6 mm 519-6672
595-8968 Pencil buffers ∅ 8 x 170 mm, K18  8 mm 519-6689

For finishing work on rubber surfaces. Particularly suitable for sensitive buffings of the inside/innerliner of tyres. Maximum speed: 4 500 rpm.
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Chip cones

Buffing wheels

Rasping kit for small repairs

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-0746 Cone ∅ 20 x 38 mm, K18, bore 3/8”   595-4034 519-6610
595-8872 Cone ∅ 25 x 50 mm, K18, bore 3/8”   595-4034 519-6610
595-0739 Cone ∅ 25 x 102 mm, K18, bore 3/8”   595-4034 519-6610

K - granularity

595-0746 595-8872 595-0739

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-4340 Buffing wheel ∅ 35 x 3,5 mm, K23/K170   6 mm 519-6672

595-8786 Buffing wheel ∅ 50 x 3 mm, K18   6 mm 519-6672

IT205-0140 Buffing wheel ∅ 50 x 3 mm, K18, thread 3/8”    595-4034 519-6610

IT205-0141 Buffing wheel ∅ 50 x 5 mm, K18, thread 3/8”    595-4034 519-6610

595-8858 Buffing wheel ∅ 50 x 10 mm, K18, thread 3/8”    595-4034 519-6610

IT205-0143 Buffing wheel ∅ 50 x 10 mm, K18, thread 3/8”    595-4034 519-6610

595-4388 Buffing wheel ∅ 50 x 13 mm, K18, thread 3/8”   595-4034 519-6610

595-8834 Buffing wheel ∅ 76 x 16 mm, K18, hole 14 mm   595-4261 519-6634

595-8841 Buffing wheel ∅ 102 x 19 mm, K18, hole 14 mm   595-4261 519-6634

K - granularity

595-4340 595-8786  IT205-0140 IT205-0141 595-8858 / IT205-0143 595-4388 595-8834

Optimised number and placement of cooling holes and slots and efficient removal of rubber. Maximum speed: 4 500 rpm.

Buffing tools for fine detail work.

For buffing rubber on stitch damages and narrow spots. Optimised removal of rubber.  Maximum speed: 4 500 rpm.

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-4711 Resping kit   3 mm 519-6782

595-4711

TOOLS FOR TYRE REPAIR
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TOOLS FOR TYRE REPAIR

Intended for buffing rubber surfaces. Gives a fine, permanent razor-sharp cutting edge for gentle removal of material.  
Maximum speed: 25 000 rpm.

For cylindrical removal of damaged material from tyres.

For grinding and removal of damaged steel cord on tyres. Maximum speed: 25 000 rpm.

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-4412 Stone ∅ 32 x 6 mm, Ring    6 mm 519-6672
IT208-0291 Stone ∅ 35 x 8 mm, Ring    6 mm 519-6672
595-0650 Stone ∅ 40 x 10 mm, Ring    6 mm 519-6672
595-4797 Stone ∅ 50 x 10 mm, Ring   6 mm 519-6672
595-4405 Stone ∅ 7 x 25 mm, cone    6 mm 519-6672
595-4810 Stone ∅ 14 x 45 mm, cone    6 mm 519-6672
595-0629 Stone ∅ 20 x 65 mm, cone    6 mm 519-6672
595-0681 Stone ∅ 20 mm, ball    6 mm 519-6672

Ref.no Description

Tool hangers 

hand drill
quick release 

chuck
595-0083 Ball grinding wheel - limestone ∅ 38 mm    6 mm 519-6672

Ref.no Description
tool hanger

for hand drill
511-1705 Compass saw  ∅ 22 mm  511-1736
511-1712 Compass saw  ∅ 32 mm  511-1743
511-1729 Compass saw  ∅ 41 mm  511-1743
511-1736 Handle for compass saw  ∅ 22 mm
511-1743 Handle for compass saw  ∅ 32 mm, ∅ 41 mm

595-4412 595-0650IT208-0291

511-1705 – 511-1729

595-0629 595-0681595-4405

595-4797

595-0083

Grinding tools

Ball grinding wheel - limestone

Compass saw
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595-4522 595-4168 595-4175 595-0722

595-5507 / 595-5552

595-4292 / 595-4326

594-0830

595-4560

Ref.no Description
Tool hangers 

hand quick realese chuck
595-4522 Steel rotary brush, contour embedded in PCV  ∅ 50 x 7 mm, bore 3/8”    595-4034 519-6627
595-4168 Steel rotary brush, contour embedded in PCV  ∅ 76 x 7 mm, bore 14 mm   595-4261 519-6634
595-4175 Steel rotary brush, contour embedded in PCV  ∅ 76 x 20 mm, bore 14 mm    595-0533 519-6665
595-0722 Brass-coated steel rotary brush ∅ 55 x 8 mm       6 mm 519-6672
595-0076 Rotary brush, steel wire ∅ 60 x 20 mm       6 mm 519-6672
595-4560 Spiral/pencil brush for the repair of very small injuries ∅ 8 x 25 mm    6 mm 519-6672

Ref.no Description
Tool hangers 

hand drill quick chuck relese
595-5507 ES 45 Finish buffer kit K 60, ∅ 45 x 30 mm   6 mm 519-6672
595-5514 Paper for a roller ES 45 K60  

595-5521 Paper for a roller ES 45 K40  

595-5552 ES 75 Finish buffer kit K 60, ∅ 75 x 30 mm   8 mm 519-6689
595-5569 Paper for a roller ES 75 K60  

594-0830 Flap wheel ∅ 60 x 30, K80 mm   6 mm 519-6672

Ref.no Description
Tool hangers 

hand quit release chuck
595-4292 Rotary gouge  ∅ 50 mm   595-4034 519-6610
595-4326 Rotary gouge  ∅ 30 mm    595-4034 519-6610

Steel brushes are designed to rasp rubber with max. rotary speed  2 800 rpm. The perfect solution for the careful treatment of rubberized steel cord to 
achieve an optimal buffing texture in the truck tires, steel and textile cords in diagonal tube agriculture tyres.

Finish buffers are designed to remove bleeds when doing cosmetic 
treatment of vulcanized places. Rotational speed: max. 2 800 rpm

Rotary gouges are designed to remove rubber from damaged places 
from all types of tyres. Rotational max speed 4 500 rpm.

Rotary wire brushes

Finish buffer ES

Rotary gouges

TOOLS FOR TYRE REPAIR
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TOOLS FOR TYRE REPAIR

595-1044 595-1123 596-1027 

Pressure rollers enable mechanical pressure adjusted to a type of applied material - feed, blend, patch during repair of tires or inner tubes.

Scraper enables initial cleaning of tires from the inside and from the outside. Apply Liquid Buffer on area subject of cleaning.

595-1178595-4515

Pneumatic vacuum cleaner enables to remove the rubber from a tire in a safe way. It is also useful for cleaning flat surfaces in workshops, such as tables, 
floor and stands, as it completely removes the dust and dirt remaining after the work, allowing the workshop to be kept clean. In addition, using a vacuum 
cleaner without a textile bag, it is possible to remove water from the tires.

Content:
·       vacuum cleaner made of metal coated with anti-corrosive paint
·       durable textile bag
·       flexible pipe length of 120 cm (extends up to 140 cm)
·       three plastic tips
·       2 clamps

519-0057

Vacuum Cleaner

Stitchers

Tyre scrapers

Ref.no Description

519-0057 Negative pressure vacuum cleaner

Ref.no Description Width (mm) diameter (mm)
595-1044 Stitcher with a bearing 4 35

595-1123 Stitcher with a bearing 12 35

596-1027 Stitcher standard, corrugated 4 35

Ref.no Description
595-1178 Scraper for flat and bent areas

595-4515 Scraper for profiled inner liners
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CP873CP872CP871

CP876 CP887C

High and low speed grinding machines designed to treat rubber processing, exclusively to process steel cord.

DEVICE FOR TYRE HANDLING/SERVICE

Designed for regrooving all tread patterns on commercial vehicles tyres and to re-new it after the repair of a tire. Replaceable knives, both circular and 
angular, enable making cuts 3 to 28 mm wide.

Grinders - Air & Pneumatic Tools

Tyre regroover PREMA CUTTER

Ref.no Description
CP871 High Speed Tire Buffer Free speed 22000rpm Air inlet thread size 0.25”

CP872 Air Die Grinder Free speed 22000 rpm Includes 1/4” and 6 mm collets

CP873 Tire Buffer With Quick Change Chuck Free speed 2800 rpm Air inlet thread size 0.25”

CP876 Mini Die Grinder Free speed 30000 rpm Includes 1/4” and 6 mm collets

CP887C Straight Air Drill Free speed 2100 rpm 3/8” (10 mm) in-line drill

Ref. No Decsription Blades width Q-ty per box

PA242-1002 Tyre regroover PREMA CUTTER

PA242-1005 Regroover Blades Round  3-4mm 20 pcs

PA242-1010 Regroover Blades Round  5-6mm 20 pcs

PA242-1015 Regroover Blades Round  6-8mm 20 pcs

PA242-1020 Regroover Blades Round 9-10mm 20 pcs

PA242-1025 Regroover Blades Round 10-14mm 20 pcs

PA242-1050 Regroover Blades Angled  3-4mm 20 pcs

PA242-1055 Regroover Blades Angled  5-6mm 20 pcs

PA242-1060 Regroover Blades Angled  6-8mm 20 pcs

PA242-1061 Regroover Blades Angled 9-10mm 20 pcs

PA242-1065 Regroover Blades Angled 10-14mm 20 pcs

PA242-1070 Regroover Blades Angled 22-28mm 10 pcs
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TYRE INFLATION EQUIPMENT

PNPCLAFG-4H05PNPCLAFG4H04PNPCLDAC-1C081

Tyre inflators

Tyre valve connectors

Replacement hose assemblies

519-9356

Ref.no Descripton

519-9356 EURODAINU Dial type inflator gauges. For standard valves. Scale: 0.7 - 12 bar. Hose: 150 cm. Maximum air source pressure: 15 bar.Suitable for 
nitrogen. Fitting: 562-5095

PNPCLAFG-1H081  AIRFORCE Dial Handheld Tyre Inflator. Scale: 0-12 bar. Hose: 180 cm. Maximum air source pressure: 15 bar. Hose with a Euro style Connector: 
PNPCLRHA-233. Fitting: 562-5095

PNPCLDAC-1C081
ACCURA 1 Tyre Inflator. Scale: 0-12 bar. Hose: 180 cm. Accepted as the best product available for measuring and checking digital Tyre Pressure 
Monitoring Systems (TPMS). Over-pressure warning if pressure exceeds 12bar. Maximum air source pressure: 16 bar. Hose with a Euro style 
Connector: PNPCLRHA-233. Fitting: 562-5095

PNPCLAFG4H04 AIRFORCE MK4 Tyre Inflator. Scale: 0-9,6 bar. Hose: 53 cm. Over 400,000 inflation cycles at 100% accuracy. Weighs 923g. Maximum inlet 
pressure: 13,8 bar. Hose with a Single clip-on Connector: PNPCLRHA-2121. Fitting: PNPCLC02-H03

PNPCLAFG4H05 AIRFORCE MK4 Tyre Inflator. Scale: 0-9,6 bar. Hose: 180 cm. Over 400,000 inflation cycles at 100% accuracy. Weighs 923g. Maximum inlet 
pressure: 13,8 bar. Hose with end fittings only: PNPCLRHA-2032. Extention: PNPCLC03-A03

PNPDP Tyre inflator up to 10 bar

Ref.no Descripton

PNPCLRHA-233 Hose with a Euro style Connector lenght 180 cm for AIRFORCE and ACCURA 1

PNPCLRHA-2121 Hose with a Single clip-on Connector Hose Length: 0.53 m Tyre Valve Connection: Single clip-on

PNPCLRHA-2032 Hose with end fittings only 180 cm

PNPCLRHA-2126 Replacement Hose for MK3 / MK4. Hose with a Euro style Connector Hose Length: 1.8 m Tyre Valve Connection: Euro style

PNPCLRHA-2129 Hose with a Euro style Connector Hose Length: 0.53 m Tyre Valve Connection: Euro style

519-9387 Hose for EURODAINU lenght 150 cm

519-9394 Hose for EURODAINU lenght 60 cm

519-9395 Hose for EURODAINU lenght 300 cm

PNPDP1 Hose lenght 50 cm ( PNPDP)

Ref.no Descripton

562-5095 Clip-on connector 8,0 x 14 mm

PNPCLC02-H03 Single clip-on tyre valve connector open end with 6.35 mm (1/4”) Tailpiece

PNPCLC01-A03 Twin hold-on tyre valve connector open end 1/4” BSP

PNPCLC03-A03 Twin clip-on tyre valve connector open end 1/4” BSP female air inlet thread. Length aprox. 250 mm black rubber handle

PNPDP

562-5095 PNPCLC02-H03 PNPCLC01-A03 PNPCLC03-A03

PNPCLAFG-1H081 

PNPCLRHA-2126 PNPCLRHA-2129 PNPCLRHA-2032 PNPCLRHA-2121 519-9387
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TYRE INFLATION EQUIPMENT

Ref.no Description

519-9340 Tyre pressure gauge digital 0,5-9,9 bar,
convenient illumination, pocket lamp function - precise, calibrated digital indication (bar, psi, kPa)

519-9318 Tyre Pressure Gauge  0 - 12 bar. For standard valves. Scale: dual graduated bar (0.7-12) - psi (10-174).
Accuracy complies with the European regulation UNI EN 12645:2014.

519-9319 Tyre Pressure Gauge  0 - 12 bar EM. For large bore valves. Scale: dual graduated bar (0.7-12) - psi (10-174).  
Accuracy complies with the European regulation UNI EN 12645:2014

PNPCLDPG-1H03 Tyre Pressure Gauge 0 - 12 bar. Dial Diameter- 63 mm. Tyre Valve Connection - Twin hold-on.

PNPCLTPG-4H01 Tyre Pressure Gauge  0,8 - 8,2 bar for commercial vehicles. Integral pocket clip and removable protective cap

PNPCLTPG-57H3 Tyre Pressure Gauge  0,8 - 11 bar for all cars and commercial vehicles.
Fitted with an extra-large filter to protect the quality mechanism.

PNPCLTPG-4H01 PNPCLTPG-57H3

519-9340 PNPCLDPG-1H03

519-9318 519-9319

Tyre pressure gauge
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PNKR8

PNRK926 PNRK14Z26 PNRK12826 PNRS926 PNRK12Z26KA PNRS12826

PNKR14Z PNS8 PNS14Z

PNTRÓJ PNDWÓJ

Ref.no Description

PNTRÓJ T-piece 3/8”, set, with quick-connect fittings

PNDWÓJ Dwójnik 3/8”-1/2” set. with quick-connect fittings

Ref.no Description

PNKR6 Coupling with a fitting for a hose 6 mm 

PNKR9 Coupling with a fitting for a hose 9 mm 

PNKR12 Coupling with a fitting for a hose 12 mm 

PNKR14W Coupling with internal thread 1/4” 

PNKR14Z Coupling with external thread 1/4” 

PNKR38W Coupling with internal thread 3/8” 

PNKR38Z Coupling with external thread 3/8” 

PNKR12W Coupling with internal thread 1/2” 

PNKR12Z Coupling with external thread 1/2”

PNKR128 Coupling 12/8mm - hose reinforcement

Ref.no Description

PNRK926 Coupling with a fitting for hose 9 mm

PNRK1326 Coupling with a fitting for hose 13 mm

PNRK12826 Coupling for a hose 12 x 8 - Hose reinforcement

PNRK14Z26 Coupling with external hose 1/4”

PNRK38Z26 Coupling with external hose 3/8”

PNRK12Z26KA Coupling with external hose 1/2”

Ref.no Description

PNS6 Quick-connect fitting with a fitting for a hose 6 mm 

PNS9 Quick-connect fitting with a fitting for a hose 9 mm 

PNS12 Quick-connect fitting with a fitting for a hose 12 mm 

PNS14W Quick-connect fitting with internal thread 1/4” 

PNS14Z Quick-connect fitting with external thread 1/4” 

PNS38W Quick-connect fitting with internal thread 3/8” 

PNS38Z Quick-connect fitting with external thread 3/8” 

PNS12W Quick-connect fitting with internal thread 1/2” 

PNS12Z Quick-connect fitting with external thread 1/2”

PNS128 Quick-couple fitting 12/8mm - hose reinforcement

Ref.no Description

PNRS926 Quick-connect fitting with a fitting for hose 9 mm

PNRS1326 Quick-connect fitting with a fitting for hose 13 mm

PNRS14Z26 Quick-connect fitting with external thread 1/4” 

PNRS14W26 Quick-connect fitting with internal thread 1/4” 

PNRS38Z26 Quick-connect fitting with external thread 3/8”

PNRS38W26 Quick-connect fitting with internal thread 3/8”

PNRS12Z26 Quick-connect fitting with external thread 1/2”

PNRS12W26 Quick-connect fitting with internal thread 1/2” 

PNRS12826 Quick-connect fitting for a hose 12 x 8 - hose reinforcement

PNEUMATICS

Coupling and quick-connect fittings

Couplings and quick-connect fittings RECTUS

Pneumatic accessories



57

A comprehensive unit of compressed air comprising filter, oil providing unit and a reducer, provides air 
optimally prepared for air receivers. Pressure reducer is used to setup and to maintain constant output 
pressure value in pneumatic systems.
Filter (dehydrator) can be used to purify the air from solid and liquid pollutants (within particular range of 
size) in accordance with the applied filter insert.
Oil providing unit is used to provide oil supply for air delivered to receivers requiring lubrication.

Ref.no Description

PNOLEJN05 Oil for tools 0,5 l 

PNOLEJN2 Oil for tools 2 l 

CPCA000046 Oil for keys  CP 0,6 l 

PNOLEJS1 Oil for compressors 1 l 

PNOLEJS2 Oil for compressors 2 l

Ref.no Description Informacje dodatkowe

PNFROU12MIDI Pressure reducer with a filter 
and oil providing unit 1/2 “

Inlet pressure range 1-16 bar,
Output pressure adjustment range 0,5-12 bar, working temperatu-
res range: 0-60°C
Filtration accuracy: 40 μm.
Maximum supply pressure 16 bar, output pressure

PNRCOFR1/2MIDI system de-watering unit 
with a pressure reducer 0-10 bar, connectors 1/2”, semi-automatic condensate drain

PNRCOL1/2MIDI System oil providing unit Max. supply pressure 16 bar, connectors 1/2”,

PNCN204-L00 Local oil providing unit
for CP key Connectors 1/4”

PNLISTW-3202 PNLISTW-3203PNLISTW-3201 PNLISTW-3225

PNRCOFR1/2MIDI

PNCN204-L00PNRCOL1/2MIDI

PNOLEJN05  CPCA000046 PNOLEJS2

Ref.no Description

PNLISTW-3201 Exten. board 1x1/2” through hole 1/2” 

PNLISTW-3202 Exten. board 2x1/2” through hole1/2” 

PNLISTW-3203 Exten. board 3x1/2” through hole1/2” 

PNLISTW-3225 Exten. board 5x1/2”

PNFROU12MIDI

Boards

Elements to build a pneumatic installation

Oils

PNEUMATICS
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PNEUMATICS

Safety Quick Couplings PREVOST

Hose reels and PU coiled air hose

Ref. No Description
PNASESI071153 Thread coupler PREVOST S1 1/2” parallel male

PNASESI071152 Thread coupler PREVOST S1 3/8” parallel male

PNASESI071151 Thread coupler PREVOST S1 1/4” parallel male

PNASESI071102 Thread coupler PREVOST S1 3/8” female

PNASESI071101 Thread coupler PREVOST S1 1/4” female

PNASESI071809 Thread coupler PREVOST S1 hose stem 9mm

PNASESI071813 Thread couplere PREVOST S1 hose stem 13mm

Ref. No Description
PNAKERP076153 Adaptor PREVOST S1 1/2” parallel male

PNAKERP076152 Adaptor PREVOST S1 3/8” parallel male

PNAKERP076151 Adaptor PREVOST S1 1/4” parallel male

PNAKERP076101 Adaptor PREVOST S1 1/4” female

PNAKERP076809 Adaptor PREVOST hose stem 9 mm

PNAKERP076813 Adaptor PREVOST hose stem 13 mm

Ref. No Description
W-AP46574 Hose reel closed composit 10m/10mm/3/8” 15 bar

W-AP46578 Hose reel closed composit 15m/8mm/1/4’’ 15 bar

W-AP46579 Hose reel closed composit 8m/8mm/1/4’’ 15 bar

CPHR8108 Hose reel closed composit 10m/8mm/1/4’’ BSP

CPHR8110 Hose reel closed composit 16m/10mm/1/4’’BSP

CPHR8113 Hose reel closed composit 16m/13mm/1/2’’BSP

Ref. No Description
PNW12805 PU Coiled air hose 12x8 length 5 m

PNW12810 PU Coiled air hose 12x8 length 10 m

PNW12815 PU Coiled air hose 12x8 length 15 m

PNWR1285 PU Coiled air hose RECTUS 12x8 length 5 m with coupling and quick-connect fiiting type 26KA

PNWR12810 PU Coiled air hose RECTUS 12x8 length 10 m with coupling and quick-connect fiiting type 26KA

PNWR12815 PU Coiled air hose RECTUS 12x8 length 15 m with coupling and quick-connect fiiting type 26KA

PNWR161181727KA PU Coiled air hose RECTUS 16x11 length 8 m with coupling and quick-connect fiiting type 1727KA

PNWR161151727KA PU Coiled air hose RECTUS 16x11 length 15 m with coupling and quick-connect fiiting type 1727KA

W-AP46574 CPHR8108 – CPHR8113

PNW12815

PNWR12815
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Ref.no Square drive

Torque (Nm)

Weight (kg)Max.  Torque (Nm) Working Torque (Nm)
CP7736 1/2“ 900 69-770 2,58

CP7732C 1/2” 625 70-387 1

CP7748NG 1/2“ 1250 72-779 2

CP7748 TL 1/2“ 1250 90-96 2,2

CP7749 1/2“ 1300 135-704 1,8

CP734H 1/2“ 576 34-420 2,33

Ref.no Square drive

Torque (Nm)

Weight (kg)Max.  Torque (Nm) Working Torque (Nm)
CP7762 3/4” 1420 200 - 900 2,9

CP7763 3/4” 1627 136 - 1288 5,25

CP7769 3/4” 1950 407 - 1464 3,4

CP7763D 3/4” 1760 340-1450 6,5

Ref.no Square drive

Torque (Nm)

Weight (kg)Max.  Torque (Nm) Working Torque (Nm)
CP7782-6 1” – long 6” 2900 600 - 2500 11,6

CP7782 1” 2900 600 - 2500 10,1

CP7736 CP7748TL CP7749

CP7769 CP7763DCP7762 CP7763

CP7782-6 CP7782

Designed for heavy duty work in tire workshops, dealing with cars and vans, as well as other bodywork stores.

Mechanical repairs and maintenance of trucks and buses, construction equipment and agricultural machinery.

Heavy duty tools in tire stores dealing with trucks and buses, as well as other heavy wheel-based equipment. In particular, recommended as equipment 
of mobile wheel services.

CP734H CP7732C CP7748NG

Impact wrenches 1/2’’

Impact wrenches 3/4”

Impact wrenches 1”

POWER TOOLS
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POWER TOOLS

Impact wrenches 1/2’’

Impact wrenches 3/4”

Impact wrenches 1”

Technical description:
yy square drive: 1/2”,
yy free speed: 9 000 rpm,
yy maximum torque (reverse): 1 220 Nm ( 900 Ft-lbs),
yy working torque range: 68-949 Nm ( 50-700 Ft-lbs),
yy air inlet: 1/4”,
yy hose size ID: 10 mm,
yy average air consumption: 170 l/min,
yy length: 185 mm,
yy weight: 2,7 kg.

Applications:
yy general maintenance on vehicles
yy tire changing on light vehicles,
yy general mechanical works,
yy industrial maintenance and repair.

Technical description:
yy square drive: 3/4”,
yy free speed: 5 500 rpm,
yy maximum torque (reverse): 2 034 Nm ( 1 500 Ft-lbs),
yy working torque range: 271 – 1 627 Nm ( 200 – 1 200 Ft-lbs),
yy air inlet: 3/8”,
yy hose size ID: 13 mm,
yy max. air consumption: 198 l/min,
yy length: 215 mm,
yy weight: 3,4 kg.

Applications:
yy heavy vehicle mechanical repair,
yy manufacturing equipment maintenance.

Technical description:
yy square drive: 1”,
yy free speed: 5 000 rpm,
yy maximum torque (reverse): 3 390 Nm ( 2 500 Ft-lbs),
yy working torque range: 542-2 441 Nm ( 400-1800 Ft-lbs),
yy air inlet: ½”,
yy hose size ID: 13 mm,
yy max. air consumption: 282 l/min,
yy anvil length: 6,3” ( 159 mm),
yy length: 514 mm,
yy weight: 10,9 kg.

Applications:
yy heavy vehicle tire changing,
yy general mechanical works,
yy manufacturing equipment maintenance.

Features:
yy built-in comfort grip,
yy handle exhaust ( silencer),
yy twin hammer clutch.

Features:
yy composite motor housing,
yy push button one hand forward/reverse,
yy twin hammer clutch mechanism,
yy 360 ° swivel air inlet,
yy lightweight,
yy low noise 90 dB(A).

Features:
yy side support handle for better control,
yy handle with inside trigger,
yy twin hammer clutch/ pinless clutch mechanism.

PX43

PX45

PX47
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Ref.no Square drive

Torque (Nm)

Weight (kg) spindles (mm) Power  (V)Max. torque (Nm) Working torque (Nm)
519-1719 1” 2500 400 - 800 60 310 – 730 230 / 400

W-CT-MAX1 1” 2500 400 - 750 63 310 – 730 400

EL000-6000 1” 2500 360 - 700 59 325 – 885 400

Ref.no Square drive

Torque (Nm) Max.

Weight (kg)Max. torque (Nm) Working torque (Nm)
CP886H 1/2” 68 13 – 68 1,19

CP7830HQ 1/2” 122 13 – 122 1,20

CP7829H 1/2” 95 15 – 68 1,24

Ref.no Square drive Max. Torque (Nm) Weight (kg)
NO17221 1” 2700 3,8 kg

W-BGS1231 1”+ set of fittings (24-38) 3200 5,9 kg

519-1719

NO17221

CP886H CP7830HQ CP7829H

W-BGS1231

Designed mainly to demount spark plugs, radiators, water pumps and exhaust systems.

Designed mainly to loose screws at the wheels of trucks and buses and heavy wheel-based equipment.

W-CT-MAX1 EL000-6000

Heavy duty tool designed for tire stores dealing with trucks and buses.

Electric wrench

Ratchet Wrenches - Air & Pneumatic Tools

1” Torque Multiplier

POWER TOOLS
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IMPACT SOCKETS

Impact sockets

Impact sockets 1/2 “

Impact sockets 1” deep

Impact sockets 1”

Impact sockets 3/4” deep

Impact sockets 3/4 “

Impact sockets 1/2” deep

Ref.no Description

CP4407 Socket 1” - 24 deep

CP4410 Socket 1” - 27 deep

CP4411 Socket 1” - 28 deep

CP4413 Socket 1” - 30 deep

CP4414 Socket 1” - 32 deep

CP4415 Socket 1” - 33 deep

CP4416 Socket 1” - 34 deep

CP4418 Socket 1” - 36 deep

CP4419 Socket 1” - 38 deep

CP4421 Socket 1” - 41 deep

Ref.no Description

CP4180 Socket 3/4”- 19

CP4182 Socket 3/4”- 21

CP4183 Socket 3/4”- 22

CP4184 Socket 3/4”- 23

CP4185 Socket 3/4”- 24

CP4187 Socket 3/4”- 26

CP4188 Socket 3/4”- 27

CP4191 Socket 3/4”- 30

CP4193 Socket 3/4”- 32

CP4194 Socket 3/4”- 33

CP4197 Socket 3/4”- 36

Ref.no Description

CP4007 Socket 1/2”- 17 deep

CP4009 Socket 1/2”- 19 deep

CP4010 Socket 1/2”- 21 deep

CP7724 Socket 1/2”- 23 deep

CP7725 Socket 1/2”- 24 deep

CP4011 Socket 1/2”- 26 deep

CP4012 Socket 1/2”- 27 deep

Ref.no Description

CP4248 Socket 3/4”- 19 deep

CP4251 Socket 3/4”- 22 deep

CP4253 Socket 3/4”- 24 deep

CP4256 Socket 3/4”- 27 deep

CP4259 Socket 3/4”- 30 deep

CP4261 Socket 3/4”- 32 deep

CP4262 Socket 3/4”- 33 deep

Ref.no Description

CP4333 Socket 1” - 30

CP4334 Socket 1” - 32

CP4335 Socket 1” - 33

CP4337 Socket 1” - 36

CP4338 Socket 1” - 38

CP4340 Socket 1” - 41

Ref.no Description

CP3959 Socket 1/2”- 17

CP3960 Socket 1/2”- 18

CP3961 Socket 1/2”- 19

CP3963 Socket 1/2”- 21

CP3964 Socket 1/2”- 22

CP3966 Socket 1/2”- 24

CP3969 Socket 1/2”- 27

CP3972 Socket 1/2”- 30



63

Ref.no Description

CP000-0400 SS413WP 1/2” 3PC METRIC WHEEL PROTECTOR

CP000-0401 SS413WP 1/2” 4PC METRIC WHEEL PROTECTOR

CP000-0405 SS4114 1/2” 14PCS METRIC

CP000-0404 SS4114D 1/2” 14PCS METRIC DEEP

CP000-0408 SS618 3/4” 8PCS METRIC

CP000-0402 SS618 3/4” 8PCS METRIC DEEP

CP000-0406 SS818 1” 8PCS METRIC

CP000-0403 SS818D 1” 8PCS METRIC DEEP

CP000-0412 SS814D 1” 4PCS METRIC DEEP

CP000-0400 CP000-0401

CP000-0402

CP000-0403

CP000-0404

CP000-0405

CP000-0406

CP000-0408

CP000-0412

IMPACT SOCKETS

Impact sockets
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Wheel centering sets

Wheel nut wrench

Torque wrenches

WRENCHES

519-7042

NO15016

571-9440

NO130104

840-0073X

NO12009.01

They enable correct assembly of the wheels of trucks and secure the hub threads against damage.

Ref.no Description

519-7042 Centering set, wheels 17,5”/ 19,5”

519- 7035 Centering set, wheels 22,5”

Ref.no Description

571-9580 17 x 19 x 21 x 11/16”

571-9440 17x19x21x13/16” - HAZET

840-0073X 17 x 19 x 22 x 1/2”

Torque Wrenches are intended to tighten the wheels at accurate torque.

Ref.no Description
NO130103 Torque wrench NORBAR NorTorque 1/2” 20.0 - 100.0 N·m. Supplied with a 3/8” sq. dr. adaptor

NO130104 Torque wrench NORBAR NorTorque 1/2” 40.0 - 200.0 N·m

NO130105 Torque wrench NORBAR NorTorque 1/2” 60.0 - 300.0 N·m

NO15003 Torque wrench NORBAR PRO 1/2” 20.0 - 100.0 N·m. Supplied with a 3/8” sq. dr. adaptor

NO15016 Torque wrench NORBAR PRO 1/2” 40.0 - 200.0 N·m

NO15005 Torque wrench NORBAR PRO 1/2” 60.0 - 300.0 N·m

NO15007 Torque wrench NORBAR PRO 3/4” 80.0 - 400.0 N·m

NO12009.01 Industrial torque wrench NORBAR 5R 1” 300.0 - 1000.0 N·m
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Ref. no Thread Thread length Seating type Hex Finishing

561-5216 M12x1,5 21 mm taper 19 chrom

561-5224 M12x1,5 TUV 25 mm taper 19 ocynk

561-5225 M12x1,5 25 mm taper 21 chrom

561-5226 M12x1,5 TUV 25 mm taper 21 zinc

561-5215 M12x1,25 21 mm taper 19 chrom

561-5221 M12x1,25 25 mm taper 21 chrom

561-5222 M12x1,25 TUV 25 mm taper 19 zinc

561-5223 M12x1,25 TUV 25 mm taper 21 zinc

561-5237 M14x1,5 TUV 17 mm taper 19 zinc

561-5238 M14x1,5 TUV 25 mm taper 19 zinc

561-5227 1/2”-20UNF TUV 25 mm taper 19 zinc

Ref. no Thread Thread length Seating type Hex Finishing

561-3001 M12x1,5 FORD closed 35 mm PCD variation 19 chrom

561-3005 M12x1,5 FORD open 27 mm PCD variation 19 zinc

561-3002 M14x1,5 FORD closed 35 mm PCD variation 21 chrom

561-3003 M12x1,5 TOYOTA LEXUS MITSUBISHI 39 mm flat 21 chrom

561-3004 M12x1,25 NISSAN 39 mm flat 21 chrom

Ref. no Thread Thread length Seating type Hex Finishing

561-5250 M12x1,5    TORX (fi:20mm) TUV 37 mm taper 17/19 zinc

561-5251 M12x1,25 TORX (fi:20mm) TUV 37 mm taper 17/19 zinc

561-5252 M14x1,5    TORX (fi:20mm) TUV 37 mm taper 17/19 zinc

561-5033 Key / adapter for slim bolts, nuts TUV 17/19 zinc

Ref. no Thread Thread length Seating ype Hex Finishing

561-5207 M12x1,5 15 mm taper 19 zinc

561-5239 M12x1,5  gold 17 mm taper 21 gold zinc

561-5207 czarna M12x1,5 black 15 mm taper 19 black zinc

561-5208 czarna M12x1,5 black 15 mm taper 21 black zinc

561-5201 M12x1,25 15 mm taper 19 zinc

561-5202 M12x1,25 15 mm taper 21 zinc

561-5212 M14x1,5 17 mm taper 21 zinc

561-5218 M14x1,5 black 17 mm taper 21 black zinc

Nuts – taper, open

Nuts – flat, open

OEM nuts

Nuts – slim line, Torx

WHEEL BOLTS AND NUTS
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WHEEL BOLTS AND NUTS

Ref. no Thread Thread length
Seating

type Hex Finishing

561-5004 M12x1,5 24 mm taper 17 zinc

561-5005 M12x1,5 26 mm taper 19 zinc

561-5006 M12x1,5 28 mm taper 17 zinc

561-5034 M12x1,5 35 mm taper 17 zinc

561-5035 M12x1,5 40 mm taper 17 zinc

561-5013 M12x1,5 45 mm taper 17 zinc

561-5001 M12x1,25 24 mm taper 17 zinc

561-5002 M12x1,25 26 mm taper 19 zinc

561-5036 M12x1,25 26 mm taper 17 zinc

561-5003 M12x1,25 28 mm taper 17 zinc

561-5010 M14x1,5 28 mm taper 17 zinc

561-5014 M14x1,5 35 mm taper 17 zinc

561-5015 M14x1,5 45 mm taper 17 zinc

561-5016 M14x1,25 30 mm taper 17 zinc

561-5007 M12x1,5 24 mm ball 17 zinc

561-5009 M12x1,5 40 mm ball 17 zinc

561-5011 M14x1,5 28 mm ball 17 zinc

561-5017 M14x1,5 35 mm ball 17 zinc

561-5037 M14x1,5 35 mm ball R14 17 zinc

561-5038 M14x1,5 OEM 34 mm ball R14 19 black zinc

561-5018 M14x1,5 45 mm ball 17 zinc

Bolts

OEM bolts – Peugeot

Bolts – PCD variation 1-2 mm

Bolt measuring tool

Ref.no Thread Thread length Seating type Hex Finishing
561-5012 M12x1,25 Peugeot TUV 24 mm flat 17 GEOMET
561-5039 M12x1,25 Peugeot TUV 50 mm flat 17 OCYNK
561-5040 M12x1,25 Peugeot TUV 55 mm flat 17 OCYNK

Ref.no Thread Thread length Seating type Hex Finishing
561-5041 M12x1,5 28 mm PCD variation 17 chrom
561-5042 M12x1,25 28 mm PCD variation 17 chrom
561-5043 M14x1,5 27 mm PCD variation 17 chrom

Ref.no Description

561-5501 Bolt measuring tool – ProBolt
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WHEEL BOLTS AND NUTS

Slim line bolts – Torx

Screwed pins

Inserted pins

Nuts – taper, closed

Ref.no Thread Thread length Seating type Hex Finishing

561-5030 M12x1,5 slim (fi:20mm) TUV 26 mm taper 17/19 zinc

561-5044 M12x1,5 slim (fi:20mm) TUV 45 mm taper 17/19 zinc

561-5031 M12x1,25 slim (fi:20mm) TUV 28 mm taper 17/19 zinc

561-5045 M12x1,25 slim (fi:20mm) TUV 42 mm taper 17/19 zinc

561-5046 M12x1,25 slim (fi:20mm) TUV 50 mm taper 17/19 zinc

561-5032 M14x1,5 slim (fi:20mm) TUV 28 mm taper 17/19 zinc

561-5047 M14x1,5 slim (fi:20mm) TUV 45 mm taper 17/19 zinc

561-5048 M14x1,5 slim (fi:20mm) TUV 55 mm taper 17/19 zinc

561-5033 Key / adapter for slim bolts TUV 17/19 zinc

Ref.no Thread Length Short thread Long thread Finishing

561-5050 M12x1,5 TUV 80 mm 15 mm 50 mm zinc

561-5051 M12x1,25 TUV 80 mm 15 mm 50 mm zinc

561-5052 M14x1,5 TUV 80 mm 15 mm 50 mm zinc

Ref.no Thread Length Short thread Jagger Finishing

561-5053 M12x1,5 TUV 47 mm 27 mm 14,3 mm zinc

561-5054 M12x1,25 TUV 45 mm 25 mm 14,3mm zinc

561-5055 1/2- 20UNF TUV 51 mm 31mm 15,7 mm zinc

Ref.no Thread Thread length Seating type Hex Finishing

561-5209 M12x1,5 35 mm taper 19 chrom

561-5210 M12x1,5 35 mm taper 21 chrom

561-5217 M12x1,5 35 mm taper 17 chrom

561-5228 M12x1,5 TUV 34 mm taper 19 zinc

561-5229 M12x1,5 TUV 34 mm taper 21 zinc

561-5230 M12x1,5 TUV 34 mm taper 17 zinc

561-5231 M12x1,5 TUV 27 mm ball R12 19 zinc

561-5232 M12x1,5 TUV 34 mm taper 19 zinc

561-5205 M12x1,25 35 mm taper 19 chrom

561-5206 M12x1,25 35 mm taper 21 chrom

561-5233 M12x1,25 TUV 34 mm taper 21 zinc

561-5234 M12x1,25 TUV 34 mm taper 17 zinc

561-5235 M12x1,25 TUV 34 mm taper 19 zinc

561-5213 M14x1,5 35 mm taper 19 chrom

561-5214 M14x1,5 35 mm taper 21 chrom

561-5236 M14x1,5 TUV 35 mm taper 21 zinc

561-5219 1/2”-20UNF 35 mm taper 19 chrom

561-5220 1/2”-20UNF TUV 35 mm taper 19 zinc
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WORKSHOP TROLLEYS

yy ball bearing castors,
yy trolley is lockable with central lock
yy 7 smooth running, ball bearing drawers
yy each drawer individually secured
yy workshop trolley dimensions: 92 x 84 x 49,5 cm (HxWxD)

yy high quality workshop design
yy heavy duty ball bearing castors, diameter 125 mm, thereof 2 castors lockable
yy trolley is lockable with central lock
yy 8 smooth running, ball bearing drawers, fully extensible
yy each drawer individually secured
yy handle can be mounted on both sides
yy workshop Trolley dimensions: 103 x 73 x 48 cm (HxWxD)

Workshop Trolley ECO Standard with 217 tools

Workshop Trolley Pro Standard with 237 tools

W-BGS4113

W-APW199
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W-WT110031

W-WT111014

W-BGS8037

W-BGS8038 W-WT408 W-WT409

W-BGS1773 BE8PD006542001

W-WT4045 W-WT2096 

W-WT1020A W-WT111011

Ref.no Description Elements 
W-WT110031 Petrol compression tester kit 8

W-WT1020A Diesel engine compression tester kit 19

W-WT111011 Fuel pressure tester kit 45

W-WT111014 Engine oil pressure tester 12

W-WT4045 Common rail flow meter  and 24 adapter set 31

W-WT2096 Self Adjusting Clutch Compressor Kit 39

W-BGS8037 CO2 cylinder head gasket leak tester 5

W-BGS1773 Cooling system bleeding and filling tool 3

BE8PD006542001 Coolant / antifreeze tester 2

W-BGS8038 Vacuum / pressure pump set 6

W-WT408 Flexible hose clamp set 3

W-WT409 Flexible hose clamp set 90° 3

Test tools

SPECIAL TOOLS 
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SPECIAL TOOLS

W-BGS1030

W-WT61917

W-WT1302 – 2l.
W-WT1304 – 4l.

W-WT15LZ

W-BGS1038

W-WT61918

W-WT3007

W-BGS9982

W-BGS8537 – 65-105 mm
W-BGS8536 – 110-155 mm

W-WT2113

W-BGS8695

W-BGS1014

Ref.no Description Elements 
W-BGS1030 Three leg oil filter wrench, 3/8”, 19 mm hex. 1

W-BGS1038 Self grip oil filter pliers, 53-115 mm 1

W-BGS8537 Oil filter wrench 65-105 mm 1

W-BGS8536 Oil filter wrench 110-155 mm 1

W-WT61917 Cup type oil filter wrench set 15

W-WT61918 Cup type oil filter wrench set 30

W-WT2113 Oil drain repair kit 44

W-WT1302 Measuring jug with spout 2l. 2

W-WT1304 Measuring jug with spout 4l. 2

W-WT3007 Oil suction gun 500ml 2

W-BGS8695 Oil funnel, bent 1

W-WT15LZ Oil tub / drip pan, 15 liter with nozzle 1

W-BGS9982 Oil changing can, with nozzle, 8 liter 1

W-BGS1014 Oil drain socket set, 3/8” 21

Oil service tools
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SPECIAL TOOLS 

W-BGS6251

W-BGS3060

W-BGS8308

W-BGS8689 W-WT4008A W-WT8810

W-BGS1753 W-BGS1833

W-BGS3057 W-BGS1831

W-WT65805 W-WT2029

Ref.no Description Elements 
W-BGS6251 Brake piston reset tool 4

W-WT65805 Brake caliper wind back tool set 22

W-WT2029 Brake caliper wind back tool set 40

W-BGS3060 Double flaring tool kit 9

W-BGS3057 Professional flaring tool 7

W-BGS1831 Brake cable spring pliers 1

W-BGS8308 Extraction tool for brake shoe spring 1

W-BGS1753 Brake bleeder wrench set, 7-11 mm, n-type 5

W-BGS1833 Allround brake drum tool kit 6

W-BGS8689 Brake disc caliper 1

W-WT4008A Brake bleeder tool 6

W-WT8810 Electronic brake fluid tester 1

Brake service tools
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